


Aztec C Version 4.1 Dc 

for PC-DOS and MS-DOS 

Release Document 

Information about version 4.ICk of Aztec C86 is contained in the following 
places: 

... 

... 

... 

The release document for v4.l0a. It describes all the features 
of version 4.10a that weren't discussed in the manual. and 
describes the files in version 4.1 Oa These files are also in 
versions 4.10b and 4.1Oc of the software. 
This document. It describes the features that are new in 
version 4.1Oc. It also includes information from the 4.10b 
release document 
A "read.me" fIle on the v4.1Oc disks, which lists the bugs that 
have been fixed in going from version 4.10a to v4.10b to 
v4.1Oc and lists known bugs. 

New Features 

The following describes the new features and enhancements found in 
versions 4.10b and 4.1Oc. Descriptions of the new programs are appended to 
this release document. 

BUGS FIXED 

Several bugs have been fiXed. These are described in the readme file. 

NEW COMPILER FEATURES 

A new option, +1', causes the compiler to make all global data 'ar. 

NEW LINKER FEATURES 

When generating a symbol table in response to the -t option, the linker now 
by default outputs, for each symbol, the relative paragraph number of the 
segment that contains the symbol in addition to the offset of the symbol within 
that segment. 

A new option, +p, causes the linker, when generating a symbol table, to 
output just the offset component of each symbol's address. 
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The file exmpl.e contains source to a sample C program. 

FILES ONLY IN DEVEl.OPER AND CO.HME.RClAL SYSTEMS 

Executable Programs 

The following programs are oDly in the Developer and Commercial 
versions of Aztec C86: 

MAKE.EXE 
DIFF.EXE 
GREP.EXE 
LS.COM 
PROF.EXE 
PROTO.EXE 

Libraries 

Program maintenance utility 
Source file comparator 
Pattern matcher 
File listing utility 
Program prof tier 
Prototype Generator 

In addition to 'small code', 'small data' and 'large code', 'large data' 
versions of each library, the Developer and Comrnerctal versions of Aztec 
C86 contains a version that uses the 'large code', 'small data' memory model 
and a version that uses the csmall code', 'large data' memory model. The name 
of the 'large code', csmall data' version of a library is derived by appending the 
letters Ie to the name of the 'small code', 'small data' library, while the name of 
the 'small code', 'large data' version is derived by appending Id. 

For example, the name of the 'large code', 'small data' version of e.lib is 
clcJib. 

FILES ONLY IN THE CO.HME.RClAL SYSTEM 

Libraries 

The Commercial version of Aztec C86 contains a library, e86Jib, for 
generating programs that run on CP-M/86. 

Source Archives 

The following source archives are only in the Comrnerctal version of 
Aztec C86. They can be unpacked using the arcv program. 

STDIO.ARC 
MISC.ARC 
MCH86.ARC 
MATH.ARC 
OOS20.ARC 
CPM86.ARC 
BUll..D.ARC 

Standard I/O functions 
Miscellaneous functions 
Miscellaneous functions 
Floating point functions 
DOS 2.x functions 
CP/M-86 functions 
Makefiles & related files, for library generation 
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UNPACK.BAT Batch flle for dearchiving source archives 

Flies for Creating ROMabie Code 

The following Commercial system fues are used to generate ROMable 
code: 

HEX86.EXE 
ROM.O 

LROM.O 

LCROM.O 

LDROM.O 

CHECKING THE FILES 

Intel hex record generator 
Object module of Startup routine for ROMable 
programs that use 'small code, smaIl data' 

Object module of Startup routine for ROMable 
programs that use 'large code, Jarse data' 

Object module of Startup routine for ROMable 
programs that use 'large code, smaU data' 

Object module of Startup routine for ROMable 
programs that use 'small code, large data' 

The file crclist contains the CRC values for the files. You can compute the 
eRC. values of the files we sent you and then compare them with their expected 
values, using the program erc. For example, entering 

crc *.* 

computes the CRC of all the files on the current directory of the default drive. 

Common Problems 

Stray Pointers 

If a program does not behave consistently or corrupts the operating system, 
the program may contain stray pointers. (Stray pointers are defmed as those 
variables that are not pointing to the proper memory given their assigned values 
and that are directed to storage in an improper location.) This may occur when 
lhe user variable fails to initialize a local variable properly. 

To locate a stray pointez, use sdb or db. 

Array Index Out of Bounds 

Memory may be corrupted if an array index is out of bounds. 

To avoid this problem, be sure that all subscripts are valid. This can be 
ione using the assert function. 
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calls to Library Functions 

H you encounter an error in a large program that you think might be related 
to calling in a library function. test the function call fll'St in a small program. 

Library Function Return Values 

When you call one or more library functions. be sure to check their return 
values, if any, if your program does not work. 

Assignment vs. Equals 

Remember that the following code: 

A = B 

represents "assignment," not "equal." 

Use 

A -= B 

to compare A and B. 

Function Return Values 

The program will not run if the return value or the parameters of a function 
are wrong. 

To avoid this problem, use prototypes. The proto can be used to generate 
prototypes. For information on proto. see the manual page for PROTO in this 
release document 

TECHNICAL SUPPORT 

While we do our best to ship problem-free software, problems sometimes 
occur. Manx has a Technical Support staff ready to help you out if you should 
encounter problems while using our software. A Problem Report form is 
located in this section to assist you in describing your problem. In addition. our 
Technical Support Staff is available from Monday through Friday 10am-
12Noon and 2pm-5pm EST. They can be reached at (201) 542-1795. 
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CTOENG C-To-ENGLISH TRANSLATOR CTOENG 

NAME 
ctoeng - C-to-English Translator 

SYNOPSIS 
ctoeng [ C declaration] 

DESCRIPTION 

ctoeng takes a C declaration from standard input (keyboard) or the 
command line and writes the corresponding English description to standard 
output. 

Only valid C declarations should be used because of the limited capability 
for syntax error checking. 

EXAMPLES 

char *(*id[3]); 

generates 

a three element arrray of pointers to char 

while 

char *(*id) 0; 

generates 

a pointer to function returning pointer to char 

SUPPORT 

. To a limited degree, ctoeng dDes support scalar variables, array 
declarations, and function defmitions. It does not suppon structs, unions, or 
enums. 
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ENGTOC ENGLISH-TO-C TRANSLATOR ENGT04 

NAME 
engtoc - English-to-C ttanslator 

SYNOPSIS 
engtoc [english description] 

DESCRIPTION 

engtoc takes an English description of a C declaration from standard input 
or the command line and writes the C declaration to standard output. 

An English description can be a standard C type specifier; e.g. char, 
int, long, float, double, short, void, volatile. 

If desc is an English description, the following are, 100 (brackets indicate 
optional enbies): 

pointer [to] dese 
function [returning] dese 
[a] <number> element [array of) dese 

The following keywords can be abbreviated to their first three characters: 
array, char, double, element, float, function, long, pointer, short, signed. void, 
and volatile. 

Make the following keywords plural, if necessary, by adding "s" to the end 
of the word: array, char, double, element, float, function. int, long, pointer, 
short, and signed. 

EXAMPLES 

Input: 

a 3 elament arr of pointers to char 

Output: 

char *id[3]; 

Input: 

poi to 3 ale arr of unsigned long 

Output: 

unsigned long (* id) [3}; 
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cpp C-PREPROCESSOR cpp 

NAME 
cpp - C-Pre-Processor 

SYNOPSIS 
cpp [·k·3 -d<kI>=<lD8cro> -0 <filename> -D] 

DESCRIPTION 

cpp is a C preprocessor which uses command line options and your C 
program as input The output file generated substitutes your #derIDeS, #includes, 
#ifdefs, and line directives with their actual values. 

NAMING CONVENTIONS 

prog.c 

generates an output file 

prog.i 

OPTIONS 

·k suppress extended keywords. 

·3 use old preprocessor rules 

-d<id><Macro> allows you to defme a macro 

·n suppress the #line directive 

·b specify pathname of the include file directory. 

-o<filename> name of the output file 

LIMITATIONS 

All constant expressions evaluate to zero on #IF statements. 
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PROTO PROTOTYPE GENERATOR PROTO 

NAME 
proto - function prototype declarations 

SYNOPSIS 
proto [-options] filel [rde2 ••• ] 

DESCRIPTION 

The proto utility program creates a file of function prototype declarations 
for the functions that are defined in the C source files filel, file2, ••• 

Input Flies 

The specified fIlenames can contain "wildcard" characters. Also, the 
extension on a file name is optional; if not specified, it's assumed to be ".c". For 
example, 

• .c All files in the ClUTent directory whose extension is .c 

f* .c Files in the current directory whose name begins with "f' and 
whose extension is .c 

t* Files in the current directory whose name begins with t and 
whose extension is .c. 

proto also automatically generates prototypes for functions defined in a C 
source file's tinclude flles. 

Output file 

By default, proto writes genaated prototypes to the file proto.h. This can 
be overriden using the -0 option. This option is followed by the name of the 
desired output fIle. For example, the following command writes·prototypes for . 
the C source file prog.c to prog.pro: 

proto -0 prog.pro prog.c 

By default, proto creates a new file before writing the prototypes to it The 
-8 option tells proto to append the prototypes to an existing file. 
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PROTO 

Options 

-. 
-lpath 

-ooutfile 

-r 

·b 

PROTOTYPE GENERATOR PROTO 

Append prototyPes to the output file, if it exists. 

Search for 'include files in the directory defined 
by path, in addition to the directories defined by the 
INCLUDE environment variable. 

Write prototypes to outrlle instead of proto.b. 

Ignore register class in fonnal parameter with 
register attribute (default: put stomge class "register" 
in prototype). 

Generate prototypes for all functions (default: dont 
generate prototypeS for static functions) 

Suppress comments in the output file 
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HD HEX DUMP unLITY 

NAME 
hd - Hex Dump Utility 

I SYNOPSIS 
hd [-r] [+n[.]) filel [+n[.]] file2 ._ 

DESCRIPTION 

hd displays the contents of one or more fIles in hex and ascii to its 
standard output 

rile I, file2, ... are the names of the fIles to be displayed. 

+ n specifies the offset into the fIle where the display is to start, and 
defaults to the beginning of the fIle. 

HD 

if +n is followed by a period, n is assumed to be a decimal number; 
otherwise it is assumed to be hexidecimal. Each fIle will be displayed beginning 
at the last specifIed offset. 

EXAMPLES 

hd + 16b oldtest newiest +0 junk 

displays the data forks of the fIles oldtest and newiest, beginning at offset 
Oxl6b, and of the fIle named junk beginning at its flI'St byte. 

hd -r +1000. tstfil 

displays the contents of the resomce fork of tstlil beginning at byte 1000 
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Aztec C86, version 4.10 
for PC-DOS and 1\1S-DOS, versions 2.x and 3.0 

Release Document 

This release document introduces the features of Aztec C86, 
version 4.10 for PC-DOS and MS-DOS. It's divided into the following 
sections: 

1. Description of the Package 
2. Information for New Users 
3. New Features 
4. Packaging 
5. Technical Sllpport 
6. Additional Docllmentation 

This release document contains updates made to the manual since it 
was printed as well as new enhancements to our software environment. 

1. Descri pti on of the Package 

Aztec C86, version 4.10, consists of software and a manual for 
developing programs in the C language using PC-DOS or MS-DOS. 

There are three Aztec C86 systems available: Professional, 
Developer, and Commercial. The Deve/oper system is a superset of the 
Professional, and the Commercial is a superset of the Developer. 

The systems are supplied on floppy disks whose contents are 
described in the Packaging section of this document. 

If you're a new user of Aztec C86, your package also includes a 
manual. 

There are three sources of documentation for Aztec C86: (1) the 
manual; (2) documentation that's appended to this release document, 
which descri bes features that have been added to Aztec C86 since the 
manual was last printed; and when appropriate (3) a read.me file on 
the disks, which describes features that have been added since the 
release document was printed. Taken together, this documentation 
describes all the features of the Commercial version of Aztec C86. If 
you have the Professional or Deve/oper system, your package doesn't 
have all the documented features. 

1.1 Differences between the three systems 

As mentioned above, the Developer system is a superset of the 
Professional, and the Commercial is a superset of the Developer. In this 
section we're going to describe the main differences between the three 
systems. 
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The main components of the Professional system are these: 

* The compilers, assembler, and linker; 
* Object module utilities; 
* 8087/80287 support; 
* Libraries supporting two memory models: one for the small 

code, small data memory model; and the other for large code, 
large data. . 

* The debuggers sdb and db; 
* The Z text editor; 
* The C driver program, c. 

The Developer system contains all the components of the 
Professional, plus the following: 

* The "Unitools" programs make, grep, dijf, and Is; 
* pCZ, a memory-mapped version of Z for IBM PCs and true 

compatibles; 
* Libraries for the other two memory models (large code, small 

data; and small code, large data); 
* The prof profiler. 

The Co mrnercia I system contains all the components of the 
Developer, plus the following: 

* Source to the library functions; 
* Support for generation of ROMable code; 
* Libraries for creating CP/M-86 programs; 
* One year of updates. 

2. Information for New Users 

The best way to acquaint yourself with our package is to go through 
the overview and tutorial sections in the manual. This will provide an 
introduction to your C programming environment by walking you 
through the commands needed to compile, assemble, and link the 
sample program provided. The sections on the compiler, assembler, 
linker, and libraries will provide you with additional information and 
options to allow you to make the most out of the product that you 
have received. 

Another section in the manual to read is the style chapter. This 
chapter explains some common pitfalls and things to watch out for. 

3. New features 

This section summarizes the features that have been added to Aztec 
C86 in going from versio·n 3.40b to version 4.10a. Complete 
descriptions of these features are appended to this release document. 
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3.1 The compiler 

The following list describes the changes that have been made to the 
compiler in going from version 3.40b to 4. lOa: 

3.1.1 Two passes 

The compiler has been divided into two passes. Pass 1 is named 
cc.exe, and pass 2 is named cgell.exe. cc automatically starts cgen. 

3.1.2 ANSI support 

Aztec C86 now supports the following features of the proposed 
ANSI standard: (1) function prototypes, (2) the ANSI preprocessor, (3) 
the keywords COllst and volatile, (4) expression evaluation using value­
preserving rules, and (5) switches whose expression is of type long. 

There are two new compiler options related to the new ANSI 
features: -ansi and -3. The -ansi option makes the compiler behave as 
much as possible like an ANSI compiler, leaving the ANSI features 
enabled and disabling any non-ANSI features. The -3 option makes 
the conlpiler accept programs written for version 3.40b of the Aztec 
C86 compiler; this requires the compiler to disable some of the ANSI 
features. 

Another new option, -c, causes the compiler to issue a warning 
message when it automatically converts an argument to a proto typed 
function. 

The first formal review period for the draft proposed ANSI 
standard has ended, and there will probably be a second review period 
later this year. The proposed standard will probably become a real 
standard in the first half of 1988. 

3.1.3 Inline 8087 support 

The compiler can now generate inline 8087 code. This is enabled 
using one of two options: 

+e When necessary, save 8087/80287 registers between 
subroutine calls. 

+ej Don't save 8087/80287 registers between subroutine 
calls. 

3.1.4 Compiler support for inlille 80287 instructions 

If you specify the compiler options that enable 80286 support (the 
+2 option) and inline-floating point code (the +e or +ej option) the 
compiler will automatically generate code that supports the 80287, by 
starting the assembler with the new -2 option. 

3.1.5 New keywords: near. jar, huge 

Aztec C86 now allows you to explicitly define the addressing 
technique uscd to access specific data items and functions, using the 
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* When printing a string, the print command can now 
optionally display non-printable characters using the standard 
backs lash notation. 

* You can now specify to the print command the number of 
characters to be printed in a string. 

* The precision specifier, a period followed by a number, now 
applies just to the next string- or float-specifier, and not to 
subsequent specifiers. 

* In assembly mode, the 't' command now causes sdb to skip 
over fUllction calls, instead of single-stepping into the called 
function. 

* When sdb is in source mode and enters a function for which 
no source information exists, it will suspend source mode and 
enter assembly mode until it gets back to a function for which 
source information exists. 

* Variable names can be qualified, specifying a function from 
which they're visible, or a file that contains them. 

* sdb can search for an unqualified name, in the current module 
and in the file whose source is currently being displayed with 
the df command. 

* When displaying a source statement, sdb now displays the 
comments that precede the statement rather than those that 
follow it. 

* User variable names take precedence over register names. 

* 'While sdb is active, you can exeeute a DOS command, using 
sdb's new'!' command. 

* sdb can make use of two screens: one for itself, the other for 
the program being debugged. 

3.4 Z - new features 

Z has been enhanced to allow edi ting of large files, to support the 
EGA 43-line mode, and to support color displays. 

3.5 TIle pJintf functions 

The printf functions have been enhanced to support the ANSI 
definition, and to support pointer arguments that use the near, far, and 
huge keywords. 

3.6 New functions: Imalloc, lealloc, Irealloc, Ifree 

Several new memory allocation functions are provided in this 
release: Inull/oc, lcalloc, Ireal/oc, and Ifree. These are similar to the 
UNIX-compatible functions mal/oc, calioc, realloe, and free, except that 
they can allocate a buffer that's larger than 64kb. 
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3.7 Standard I/O access of the preopened auxiliary and printer devices 

The preopened auxiliary and printer devices can now be accessed 
by programs via the standard I/O functions. To do so, the program 
must #define the symbol MSDOS before #including stdio.h, and must 
refer to these devices using the names stdaux and stdprt. 

3.8 New features of the agetc function 

Before returning a character, the agetc function masks it with the 
contents of the global illt agetc. A program can change this field, 
thereby changing the mask.-

3.9 Linking old and new object modules together 

You can link together object modules that have been created using 
Aztec C86 version 3.4 and version 4. lOa, since the object module 
format hasn't changed. However, you must use the new object module 
libraries, since several internal library functions have been added 
and/ or changed. 

4. Packaging 

The Aztec C86 Developer system is a superset of the Professional, 
and the Commercial system is a superset of the Developer. 

This section first lists the files that are common to all three 
systems. It then lists the files that are in the Developer and Commercial 
systems, but not in the Professional. It then lists the files that are only 
in the Commercial system. 

4.1 Files that are in all versions of Aztec CS6 

4.1.1 Executable programs 

The following executable programs are in all versions of Aztec C86: 
CC.EXE 
CGEN.EXE 
CCB.EXE 
AS.EXE 
LN.EXE 
OBJ.EXE 
DB.EXE 
SDB.EXE 
LB.EXE 
ORD.EXE 
CNM.EXE 
OBD.EXE 
SQZEXE 
CRC.EXE 
ARCY.COM 
C.EXE 
TERM.EXE 

Optimizing C Compiler, pass I 
Optimizing C Compiler, pass 2 
Non-optimizing C Compiler 
Assembler 
Linker 
Aztec C-to-Microsoft object convertor 
Assembly language Debugger 
Source level debugger 
Object file librarian 
Object library generation utility 
Object file utility 
Object file utility 
Object file utility 
CRC utility 
Source archive utility 
C driver 
Terminal emulator program 
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ZEXE Text editor (non-memory mapped) 
CT AGS.COM Text editor utility 

4.1.2 Libraries 

The following libraries are in all versions of Aztec C86. Each uses 
the 'small code' and 'small data' memory model. 

C.LIB 
M.LIB 

M87.LIB 

M87S.LIB 

S.LIB 
G.LIB 

Library of non-floating point functions 
Library of floating point functions 
(non-8087 version) 
Library of floating point functions 
(8087 version) 
Library of floating point functions 
(sensing version) 
Screen functions 
Graphics functions 

All Aztec C86 systems also contain a 'large code', 'large data' 
version of each of the above libraries. The name of a 'large code', 
'large data' version of a library is derived by appending the letter '1' to 
the name of the 'small code', 'small data' version of the library. For 
example, the name of the 'large code', 'large data' version of c.lib is 
cl.Ub. 

4.1.3 Object modules 

The following object modules are in all versions of Aztec C86: 

OYLD.O, OYLDPATH.O, OVBGN.O 
Object modules for overlay support 

CRTO.OBJ Object module of Startup routine for 
programs linked with Microsoft libraries 

4.1.4 Header files 

All Aztec C86 systems include several header files, which can be 
included in C programs. These files have extension .11. 

4.1.5 Source archives 

The following source archives are in all versions of Aztec C&6. 
They can be unpacked using the arcv program. 

S.ARC 
G.ARC 
TERM. ARC 

4.1.6 Miscellaneous 

Screen functions 
Graphics functions 
terminal emulator programs 

The source file stksiz.c controls the size of a program's stack and 
heap, and the relative positioning of these two areas. For details, see 
the Programming Organization section of the Technical Information 
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LROM.O Object module of Startup routine for ROMabie 
programs that use 'large code, large data' 

LCROM.O Object module of Startup routine for ROMabie 
programs that use 'large code, small data' 

LDROM.O Object module of Startup routine for ROMabie 
programs that use 'small code, large data' 

4.4 Olecking the files 

The file erc/ist contains the eRe values for the files. You ean 
compute the eRe values of the files we sent you and then compare 
them with their expected values, using the program eRC. For 
example, entering 

crc *.* 
computes the CRC of all the files on the current directory of the 
de fa ult drive. 

5. Technical support information 

\Vhile we do our best to ship problem free software, problems 
sometimes occur. Manx has a technical support staff ready to help you 
out if you should encounter problems while using our software. At the 
very end of this document is a discussion of how to make the most out 
of the technical support that Manx offers. In addition, we have added 
problem report forms for the reporting of any problems you may 
encounter with our software. 

6. Additional Documentation 

This section contains docunlentation of features that have been 
added to Aztec C86 since edition 4 of the manual was printed. In 
particular, it discusses the following topics: 

* New compiler features 
* The ANSI preprocessor 
* Defining the memory model of individual items 
* New assembler features 
* New linker features 
* New Z features 
* New features of the printf functions. 
* New lnuzlloe, lealloe, lrealloe, and lfree functions. 
* Support for stdprt and stdaux 
* New features of the agete function 
* New.sdb features 
* sdb tutorial 
* New C driver program, e. 
* Additions to the manual's description of the open function. 
* New lile/oek function. 
* Corrections to the manual's description of the nuzke program. 
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The Compiler: new features 

The following list describes features that have been added to the 
compiler since the manual was last printed. The description of each 
feature lists the version of Aztec C86 in which the feature was 
introduced. 

1. Two passes 

The compiler is divided into two passes. Pass 1 is named cc and 
pass 2 is named cgen. cc automatically starts cgen. 

The compiler was first split into two passes for version 4.1 Oa. 

2. ANSI support 

Aztec C86 supports some of the features of the proposed ANSI 
standard. 

The compiler supports two options related to the new ANSI 
features: -ansi and -3. The -ansi option makes the compiler behave as 
much as possible like an ANSI compiler, leaving the ANSI features 
enablcd and disabling any non-ANSI features. The -3 option makes 
the compiler accept programs written for version 3.40b of the Aztec 
C86 compiler; this requires the compiler to disable some of the ANSI 
features. These options are described in detail later in this section. 

ANSI support was first available in version 4.10a of Aztec C86. 

2.1 Function prototypes 

The compiler supports function prototypes, as defined in the 
proposed ANSI standard. A function prototype defines the types of a 
function's arguments in addition to the type of its return value. For 
example, the following is a prototype definition of the function subr, 
which returns a double as its value, and which is passed three 
arguments: a double, a pointer to a long int, and a pointer to a 
structure of the typedef-ed type FILE: 

double subr(double, long *, FILE *); 

When the compiler encounters a call to subr(), it will examine the 
arguments being passed to sub,: 

cc 

* If there's too few or too many arguments, the compiler will 
log an error message. 

* If the type of an actual argumen t differs from that of the 
corresponding prototype argument, and if conversion of the 
actual argument's type to the prototype argument's type is 
valid, the compiler will automatically generate code that 
performs the conversion. 

cc-ap.l ,,4.10a 
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By default, the compiler will issue warning messages when it 
generates code to convert the type of an argument to a prototyped 
function. The new -c option toggles the flag that specifies whether 
these messages are displayed; and the -ansi option turns off this flag. 

2.2 Support for ANSI preprocessing directives 

Aztec C86 by default supports the ANSI preprocessor. The features 
of this preprocessor are described in a separate appendix to this release 
document. 

The -3 option disables the ANSI preprocessor and enables the 
UNIX-compatible preprocessor that was supported by earlier versions 
of Aztec C86. 

2.3 Expression evaluation using ANSI-defined, 'value-preserving rules 

Aztec C86 by default generates code that computes expressions 
using the ANSI-defined rules, which are called 'value-preserving'. 
With these rules all data types are assigned a rank. When two operands 
are used in an expression, the operand having lesser rank is promoted 
to the type of the other operand. The ranking of data types, ordered 
from lowest to highest is as follows: char, unsigned char, short, 
unsigned short, int, unsigned int, long, unsigned long, float, double. 

The rules used by previous versions of the cOlnpiler were called 
'unsigned-preserving'. Wi th these rules, all signed data types are 
assigned a rank. When two operands are used in an expression, the 
expression is first evaluated as if both operands are signed, after 
promoting the lesser-ranked operand to the type of the other operand. 
Then, if either operand is unsigned, the type of the expression is set to 
'unsigned' . 

As an example of the difference in these rules, consider the 
addition of an unsigned char to a signed int: for 'value-preserving 
rules', the type of the sum is signed int, while for 'unsigned 
preserving' rules, it's unsigned int. 

The option -3 causes the compiler to evaluate expressions as it did 
in version 3.40b; i.e. using unsigned-preserving rather than value­
preserving rules. 

2.4 Evaluation of shift operations using ANSI-defined rules 

Aztec C86 generates code that evaluates shift operations as defined 
by the proposed ANSI standard. According to the standard, the type of 
the shift operation is determined by the type of the left operand. The 
type of the right operand has no effect on the resultant type; and in 
fact the right operand is converted to an int before the shift occurs. 

In previous versions of the compiler, both operands participated in 
determining the type of a shift operation, using unsigned-preserving 
rules. 
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9. Code generator improvements 

To generate better code, the following changes have been made to 
the compiler in version 4. lOa: 

* Register tracking has been improved; 
* The floating point code generator has been completely 

reworked; 
* The bit field code generator has been completely reworked; 
* If an expression has no side effects (e.g. it doesn't modify 

memory), the compiler doesn't generate code for it; 
* For control structures whose test is known in advance (e.g. 

while (1) and if (0» the compiler generates a jmp instruction 
rather than a test and jmp. 

10. Support for sdb, the source-level debugger 

The compiler by default generates information used by sdb, the 
Aztec source-level debugger. The -11 option tells the compiler not to 
collect and save this information thus resulting in an increase in 
compilation speed. 

Support for sdb was first available in version 3.40a of Aztec C86. 

11. Placement of string constants 

By default, a program's string constants are put in the program's 
data segment. For a module that uses the 'large data' memory model 
(ie. that has been compiled with the +1 or +ld option), the compiler's 
+s option causes string constants to be placed instead in the code 
segment. This option is useful if you are creating ROM able code. 

The -s option was first available in version 3.40a of Aztec C86. 

12. Stack overflow 

The +b option tells the compiler to generate code for a program 
that will, on entry to a function, see if the program's stack has 
overflowed its area. If so, a message ("stack overflow, raise stack size") 
is output. This message is contained in a module, _stkover, in c.lib; it 
can be modified by the user if different behavior is desired. 

The +b option was first available in version 3.40a of Aztec C86. 

13. Summary of new compiler options 

The following list sunlmarizes the compiler options that are not 
listed in the manual. 

-3 Make the compiler revert to its v3.40b behavior. 
-ansi Enable the ANSI features, and disables non-ANSI 

extensions. 
-c Toggles the flag that specifies whether to issue 
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-k 

-ze 

+e 

+ej 

-11 
+s 
+b 
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warning messages when an argument to a prototyped 
function is automatically converted. 
Disable support for the keywords near, jar, huge, 
pascal, jortran, cdecl. 
Make the keywords near, jar, and huge behave as 
defined by Microsoft. 
Generate in-line 8087/80287 floating point 
instructions. When necessary, save and restore 
floating point registers between function calls. 
Generate in-line 8087/80287 floating point 
instructions. Don't save and restore floating point 
registers between function calls. 
Don't generate sdb information 
Put string constants in the code segment. 
Generate code that checks for stack overflow. 
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The ANSI C Proprocessor 

Version 4. lOa of the Aztec C86 compiler supports two 
preprocessors: the preprocessor defined in the proposed ANSI 
standard, and the UNIX-compatible processor that was supported by 
previous versions of Aztec C86. This section highlights the features of 
the ANSI preprocessor. For a complete description of the ANSI 
preprocessor, see the proposed ANSI standard. For a description of 
the UNI.X preprocessor, see the Compiler section of the Aztec C86 
manual. 

This section discusses the following features of the ANSI 
pre processor: 

1. Directi ve syntax; 
2. The #include directive; 
3. The #i/ directive; 
4. The #de/ine directive. 
5. Miscellaneous directives; 

1. Directive syntax 

ANSI preprocessing directives occupy a single source file line, and 
have the following format: 

# dirname [operands] 

where dimame is the name of the directive and operands are its 
operands. The '#' need not be the first character on the line; 
whitespace characters (space, tab, comments) can precede it. 
\Vhitespace can separate the '#' from the directive name. \Vhitespace 
must separate the directive name from its operands. 

The preprocessor supports macro substitution, as described below, 
but the directive name cannot itself be the result of a macro expansion. 
Thus, you can't create your own preprocessor directives. 

2. The #include Directive 

As with the UNIX preprocessor, the #include directive causes the 
ANSI preprocessor to suspend the compilation of one source file, 
compile another, and then continue compilation of the suspended file. 
# include statements can be nested. 

The #include directive still supports the angle-bracket and double­
quote syntax for specifying include files. For example, the first of the 
following two #include directives causes the preprocessor to search for 
stdio.h in the directories defined in the compiler's -I option and in the 
INCLUDE environment variable. The second causes the preprocessor 
to search for myhdr.h in the current directory, then in the -I 
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directories, and finally in the INCLUDE directories. 

#include <stdio.h> 
#include "myhdr.h" 

Aztec C86 

If the operand to the #include directive isn't in angle-bracket or 
quoted-string form, the ANSI preprocessor will treat the remainder of 
the line (i.e. the part that follows the #include) as normal text, and 
perform macro expansions. The resultant text then must be an angle­
bracket or double-quote specification of a file name. For example, the 
following statements cause the preprocessor to include the statements 
that are in vars.1t. 

#define hdr < vars.h> 
#include hdr 

3. The #i/ Directive 

There are several #i/ directives: #i/, #i/de/, #i/nde/, #eli/, and 
#endi/. Of these, only #eli/ was not supported by previous versions of 
Aztec C86. This new directive is syntactically similar to #i/ and has 
the same purpose as else i/ does in the rest of the language, removing 
the necessity for nesting #i/s to obtain a simple selection. Except for 
the treatment of the constant expression following #i/ and #eli/, all of 
the #i/ directives behave as in the UNIX preprocessor. Six levels of 
nesting is guaranteed. 

The constant expression in an #i/ or #eli/ is evaluated following 
normal C rules, with the following exceptions: 

* The expression must have an integer value. 
* It can't use the sizeo/ operator, casts, or enumeration 

constants. 
* All integer constants in the expression are treated as if they 

were followed by 'L'. 
* Undefined symbols are replaced by the value O. 

The ANSI preprocessor supports a new unary operator, named 
defined, which has the following two forms: 

defined identifier 
defined ( identifier ) 

defined evaluates to one if the macro name identifier is currently 
defined as a macro, otherwise zero. Thus #i/de/ name can be thought 
of as being equivalent to #i/ de/ined(name), and #i/nde/ name as 
equivalent to #i/ Ide/ined(name) 

4. The #de/ine directive 

As with the UNIX preprocessor, the ANSI processor supports 
macro definition using the #de/ine macro, and macros undefinition 
using the #unde/ directive. The syntax of these directives is still the 
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same: in particular, #dejine supports the definition of function-like 
macros that have parameters, and of object-like macros that don't. 

Two definitions of the same macro are not permitted unless (1) 
there is an intervening #undej of the macro or (2) the two definitions 
are identical except for white space. This prohibits stacking of 
definitions, but permits "benign" redefinition. 

An invocation of a function-like macro is not recognized unless the 
macro name is followed by an open parenthesis, nor are macros 
recognized in string literals or character constants. For example, in the 
following example, only the second occurrence of mac is recognized as 
an invocation of the nUlC macro. 

#define mac(x) x 
int mac; 
char a[]="hello mnc(world)"; 
int mac( c); /* expands to int e,' * / 

Macro invocations, as opposed !II definitions, may occupy more 
than one line of source, sinee a nc\\line is considered as just another 
white space character within invocations. 

Arguments to a macro invocation are separated by commas. An 
argument can be parenthesized, but the parentheses must be matched 
Commas inside of a parenthesized argument are not considered to be 
argument-separators. For example, the arguments to the following 
macro call are ( a, b) and e: 

m«a,b),c) 

4.1 The 'stringize' operator, # 

The UNIX preprocessor performs substitution of macro arguments 
that occur within a macro body's quoted strings, but the ANSI 
preprocessor doesn't. For example, consider the following statements: 

#define pr(x) printf("x=%d", x) 
pr(a+b); 

The UNIX preprocessor expands the second statement to 

printf("a+b=%d", a+b); 

The ANSI preprocessor expands it to 

printf("x=%d", a+b); 

To allow creation of strings containing macro arguments, the ANSI 
preprocessor provides the 'stringize' operator, #. If, during expansion 
of a macro, the preprocessor finds a # followed by a macro argument 
in the macro body, it replaces the # and the argument with a character 
string consisting of the argument value surrounded by double quotes. 
When combined with the rule that string literals, separated only by 
white-space, are treated as a single string literal, this allows you to 
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build strings that contain macro arguments. 

For example, the #dejine used above could be rewritten as: 

#define pr(x) prlntf(#x "=%d", x) 

When # is used, the original spelling of the argument is retained. 
For example, using the PI' macro defined above, the statement 
pr(Ox0001) causes Ox0001=1 to be written to stdout. 

Normally, when the ANSI preprocessor is expanding a macro 
function and finds an argument in the macro body, it performs macro 
expansion on the argument and substitutes the resulting value into the 
macro body. However, when the argument is preceded by the 
stringize operator, #, the argument is not first macro-expanded. For 
example, the following macro call expands to a, not b: 

#define m(x) #x 
#define a b 
mea); 

4.2 The 'concatenate' operator, ## 

The ANSI preprocessor supports the concatenate operator, ##, 
which is used with the body of a macro to concatenate macro 
arguments. This operator isn't supported by the UNIX preprocessor. 
For example, the folIowing invocation of the concat macro expands to 
ab since ab is not an argument of concat: 

#define mac(a,b) ab 
mac(_,func) 

The next in vocation of concat expands to JUIlC, since the ## 
operator allows the preprocessor to identify the two arguments: 

#define mac1(a,b) a##b 
mac(_,func) 

As with the 'stringize' operator, arguments used with the 
concatenate operator are not macro-expanded before they are 
substituted into the macro body. 

4.3 Recursion 

In the ANSI preprocessor, macro invocations arc not recursive, 
even indirectly, although the replacement string after expansion is 
examined for invocations of other macros. Of course, if a macro's 
invocation has an invocation of itself as an argument, the argument is 
expanded. 

For example, the following code expands to x = *sin(3.14): 

#define sin(x) *sin(x) 
x = sin(3.14); 
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The next example expands to nuzc( ((3)+ 1 )-1): 

#define mac(a) macb«a)+ 1) 
#define macb(a) mac«(a)-l) 
mac(3) 

The next example expands to ((3)+ 1)+ 1: 

#define add(x) (x)+ 1 
add(add(3» 

4.4 Predefined macl'OS 

The ANSI preprocessor predefines the following macros 

A1acro 

LINE 

FILE 

DATE 

TIME 

STnC -- --

Value 

A decimal constant representing the 
number of the current source line; 

A string literal containing the name of the 
current source file; 

The compilation date, in "Feb 5 1987" 
form; 

The compilation time, in "13:01 :22" form; 

A decinlal constant one, indicating 
conformance. 

None of these macros can be #lllldefed, nor can any other macro 
identifiers be predefined. 

5. l\1iscellalleous Directives 

cc 

The miscellaneous directives are these: 

Directive !l1 eaning 

#lille Redefines the compiler's notion of the number of the 
current source line and optionally the name of the 
current source file; 

#error Causes the preprocessor to produce a diagnostic 
message that includes the processed remainder of the 
line. This is a convenient means of obtaining an error 
from the preprocessing phase of compilation. 

#pragnuz Aztec C86 doesn't currently support any pragmas. 

# Ignored (present for historical reasons). 
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Defining the memory model of selected items 

By default, the memory model used by a module defines the 
memory model used by its functions and data; i.e. the segments in 
which functions and data are located, and the addressing technique 
used to access them. For example, if a module uses the 'small code', 
'small data' memory model, then (1) its functions, and the functions 
that it calls, are in a single code segment, (2) the data items that it 
accesses are in a single data segment, and (3) functions and data are 
accessed using 16-bit addresses. 

Aztec C86 now allows you to explicitly define the memory model 
for specific functions and data, thus overriding their default memory 
model. This is done using the keywords near, jar, and huge. 

For example, suppose that your program has modest needs except 
for one char array that must be 75kb long. There's no limit to the size 
of a huge array, so you could keep the size of the program down, its 
speed up, and still anow the existe11ce of this large array by specifying 
that the array is hllge and that the rest of the program is to use the 
small code, small data memory model. 

Support for these keywords is disabled by the option -k, and by the 
-ansi option. 

By default, these keywords bind just like the ANSI keywords const 
and volatile. The new -Ze option makes them bind like the Microsoft 
compiler. 

Support for near, jar, and huge keywords was first available in 
version 4.10a of Aztec C86. 

1. Near, far, and buge data items 

cc 

For a data item, the keywords have the following meanings: 

near A data item of type near is in a program's standard 
data segment. This segment can be up to 64kb long. 
It contains many things (as defined in the manual's 
Tech Info chapter), so defining a data item to be near 
limits its size to something less (usually much less) 
than 64kb. A near data item can be accessed using 
16-bit addresses, since the program's DS segment 
register always points to the standard data segment. 

far A data item of type far is in its own segment. The 
maxim urn size of this segment, and thus of the only 
data item that it contains, is 64kb. A far data item is 
accessed using 32-bit addresses. To determine the 
address of an item in the segment, the segment 
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component is set to that of the segment's beginning 
address, and the offset component is computed 

huge A data item of type huge is in its own segment. The 
size of this segment is limited only by the size of 
available memory. A huge data item is accessed using 
32·bit addresses. To determine the address of an item 
in the segment, both segment and offset components 
must be computed. 

Summarizing, the size of a near data item is less (usually much less) 
than 64kb; a far data item is limited to 64kb; and a huge data item is 
limited only by memory size. A near data item is accessed fastest and 
with the least amount of code; a far item slower and with more code; 
and a huge item slowest and with the most code. 

We recommend that you use huge data items only when necessary, 
and when far data items won't suffice, because of the resultant 
performance degradation. 

2. Near, far, and huge functions 

For functions, the keywords have the following meanings: 

near The function is accessed using 16· bit addresses. 

far The function is accessed using 32· bit addresses. 

huge Same as far (huge is mainly used for making huge data 
items). 

Unlike far and huge data items, a far function is not put in its own 
segment: it remains in its module's code segment 

Using near and far functions, you can create programs whose 
modules use different code memory models. In this case, the code for 
the modules that have been compiled to use the 'small code' memory 
model are gathered together into one segment, while the code for each 
'large code' module is in its own segment Each of these code 
segments can be up to 64kb long. 

For example, suppose you have an object library whose modules 
have been compiled to use the large code memory model, and that you 
want to call these functions from some of your own modules, which 
have been compiled to use the small code memory model. In your 
modules, simply define the library'S functions as type far. When the 
program is linked, the code for your 'small code' modules will be in 
one segment, and the code for each of the library's 'large code' 
modules that is pulled into the program will be in its own segment; the 
maximum size of each of these segments is 64kb. 

Continuing with this example, suppose that the library functions 
call one of your functions (you define this function to the library by 

v4.10a far.2 cc 



Aztec C86 Defining items memory models 

passing its address to the library functions). This function would be 
defined as type far. When called by a library function, it could still call 
other functions, including those of type Ilear. Essentially, it provides a 
gateway between the library's jar functions and your own near 
functions. 

3. Example 1 

This example creates an array named arr of 30000 chars. arr IS 1n 
its own segment (which could be up to 64kb long). An array clement 
is accessed using a 32-bit address, whose segment component is set to 
that of arr's first clement, and whose offset component is computed 

char far arr[ 30000]; 

The far keyword binds to char, which means that each clement of ar,. 
has the jar attribute. This attribute tells the compiler where to place 
the array (in its own segment), and how to compute element's 
addresses (32-bit addresses, single segment, computation only of 
elenlents' offset component). 

4. Example 2 

This example creates an array arr of 70000 illts. art 1S 1n its own 
segment (size limited only by the size of memory). An array element 
is accessed using a 32-bit address, whose segment and offset 
components must both be computed. 

int huge arr[70000]; 

The huge keyword binds to int, giving it the huge attribute. This 
attribute tells the compiler where to place the array, and how to 
compute an element's address. 

5. Example 3 

This example creates a near array of 32-bit pointers to jar chars. 
That is, the array of pointers is in the standard data segment, each 
element of which is a 32-bit pointer to a char that is in its own 
segnlent. Such a segment can be at most 64kb long, so the address of 
another char in a segment is determined by setting the segment 
component to that of the segment's beginning address, and by 
computing the offset component. 

char far * arr[ 100]; 

The far keyword binds to the char keyword, giving it the far attribute. 
The attribute of the * isn't specified, so it defaults to near. 

arr is thus an array of pointers having the near attribute, which 
means that the array is in the standard data segment and can be 
accessed using the OS segment register and a computed 16-bit offset. 
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Each array element points at a char having the jar attribute, which 
means that the pointers are 32 bits long, that a referenced segment can 
be at most 64kb long, and that the address of other fields in a segment 
are determined by setting the segment component to that of the 
segment's beginning address and by computing the offset component. 

6. Example 4 

This example demonstrates the binding of jar to *. 

This example creates a jar array of pointers to near chars. That is, 
the array is in its own segment, which can be up to 64kb long; each 
pointer is 16 bits long and points to a char that's in the standard data 
segment. 

char * far arr[lOO]; 

The jar keyword binds to *, giving * the jar attribute. The attribute of 
char is not specified, and hence defaults to near. 

arr is thus an array of pointers, each having the jar attribute. This 
means that the array is in its own segment, that the segment is at most 
64kb long, and that the address of an array clement is determined by 
setting the segment component to that of the array's beginning address 
and by computing the offset component. 

Each array element points at a char having the near attribute. This I 

means that each pointer is 16 bits long, pointing to a char in the 
standard data segment. 

7. Example 5 

This example defines a jar function named jultc. It's accessed using 
32-bit addresses and returns an int as its value. The compiler will 
translate C-Ianguage call statements to june into assembly language jar 
call statements. 

int far furicO; 

The jar keyword binds to int, giving it the jar attribute. By definition, 
a function that returns a value having the jar attribute is accessed 
using 32-bit addresses and assembly language jar call instructions. 

8. Example 6 

This example defines jp, a near array of pointers to jar functions, 
each of which returns a pointer to a jar char. 

char far * far (*fp[])O; 

The attribute of the rightmost * is Ilear, since its attribute isn't 
explicitly specified. Thus, jp is an array of pointers each having the 
near attribute, which means that the array is in the standard data 
segment and its clements can be accessed using 16-bit addresses. 
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The rightmost parentheses specify that each array element is a 
pain ter to a function. 

The fa,. to the right of * binds to the *. Together, they say that a 
function pointed at by an element of jp returns a pointer having the 
jar attribute. By definition, this means that each function is accessed 
using 32-bit addresses and by assembly language jar call instructions. 
Since the j p array clements point to functions, this in turn means that 
the clements of the jp array are 32 bits long. 

The jar to the right of char binds to char. Together, they say that a 
pointer returned by a function references a char having the jar 
attribute. This means that a referenced char is in its own segment, that 
the segment can be at most 64kb long, and that the address of other 
fields in the segment are determined by setting the segment 
component to that of the segment's beginning address and by 
computing the offset component. 

9. Example 7 

The following example creates a typedef ji for a jar into It then 
creates an array art' of ji objects. The array is thus in its own segment, 
and its clements are accessed using 32-bit pointers, whose segment 
component is that of the segment's beginning address, and whose offset 
component is computed. 

It also creates xp, a pointer to an ji object. xp is in the standard 
data segment. The object it points at is in its own segment. This 
segment is at most 64kb long. The address of fields in the segment are 
determined by setting the segment component to that of the segment's 
beginning address, and by computing the offset component. 

typedef far int fi; 
fi arr[ 100], *xp; 

The jar could be to either the left or right of im; it binds to illt in 
either case. 

10. Example 8 

This example first creates JUIlC, a typedef for a jar function that 
returns an int. It then defines j, a jar function that returns an int. It 
also define jp, a Ileal' variable that points at a jar function that returns 
an int. 

cc 

typedef int far funcO; 
func f, *fp; 
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The Assembler: new features 

Several features have been added to the assembler, to support the 
8087 and 80287 math coprocessors. These features are discussed in the 
following paragraphs. 

1. 80287 support 

The -2 option enables the asscmblcr's support for the 80287 chip, 
by preventing the asscm bIcr from generating aWAIT instruction when 
it processes an instruction for a math coprocessor. 

2. New codemacro parameter specifiers: F and T 

There are two new codemacro parameter specifiers: 

F Matches a reference to a floating point stack element; 
e.g. ST or ST(i). 

T Matches a reference to the top of the floating point 
stack; e.g. ST or ST(O). 

3. New types for data i terns 

The assembler supports the following additional types for data 
items: 

QWORD Eight bytes long 

TBYTE Ten bytes long 

4. New codernacro directives 

The assembler supports the following additional codemacro 
directi ves: 

4.1 RFIX 

rjix has a single argument, which can be either an absolute number 
or the name of a formal parameter whose specifier is D. 

When the assembler is generating 8086/8087 code (i.e. it was 
started without the -2 option) rfix generates two bytes, of which the 
first is a wait instruction. The second is an escape instruction's first 
byte; its low-order three bits are defined by the rfix parameter. 

When the assembler is generating 80286/80287 code (i.e. it was 
started with the -2 option) rfix behaves like it docs when generating 
8086/8087 code, except that it doesn't generate the leading wait 
instruction. 

For example, here's the codemacro for the fldl instruction: 
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instruction's first byte. It's low-order three bits and the bits in the 
fourth and fifth bytes identify this as an /add instruction with memory 
operand ten bytes beyond the location pointed at by BX 

4.3 RNFIX 

rn/ix has the following format 

rnfix op 

where op is either an absolute number or the name of a formal 
parameter with specifier D. 

rn/ix generates two bytes. The first byte is a nop instruction. The 
second is an escape instruction whose low-order three bits are set to 
the value defined by m/ix's parameter. 

For example, here's the codemacro for the /ndex instruction: 

codemacro fnclex 
rnfix 011B 
db 11100010B 

The source statement inclex generates the following three bytes: 

10010000 11011011 11100010. 

4.4 RN FIXI\I 

rnJixm has the following format: 

rnfixm esc, memloc 

where esc is either an absolute number or a the name of a formal 
parameter with specifier D, and memloc is the name of a formal 
parameter that represents a memory address (i.e. its specifier is E, M, 
or X). 

rnJixm generates two bytes that are the same as those generated by 
rnJix. When necessary, it also generates a segment-override byte to 
access the specified memory address; this byte is generated after the 
nop instruction and before the escape instruction's first byte. 

For example, here's the codemacro for the /nsave instruction: 

codemacro fnsave memloc:M 
rnfixm 101B, memloc 
modrm 11 OB, memloc 
endm 

The source statement /nsave lVord ptr ss:[bx} generates the following 
bytes: 

1001000000110110 11011101 00110111 
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4.5 R\VFIX 

rw fix generates a wait instruction (10011011 B). Its format is: 

rwfix 
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The Linker: new features 

The following list describes features that have been added to the 
linkcr since the manual was last printed. The description of each 
feature lists the version of Aztec C86 in which the feature was 
introduced. 

1. The CLIB environment variable 

The CLIB environment variable can now define a list of directories 
to be searched for libraries that are specified using the -/ option. As 
described in the following section, this list of directories can also be 
searched for object modules and libraries that are specified by name. 
Each CLIB list element defines a directory to be searched, and the 
clements are separated by semicolons or spaces. 

A list clement, which specifies a directory, consists of a path to the 
directory, followed (usually) by a trailing backslash. The trailing 
backslash is required because of the way the linker generates a file 
name from a directory specifier: it prepends the directory specifier to 
the base file name. A null list element refers to the current directory. 

For example, the following setting of CLIB causes the linker to 
search for libraries and object modules in the path] directory (which is 
a subdirectory of the current directory), then the \ path2 directory, and 
finally in thc current directory. 

set CLIB=pathl \;\path2\; 

The following setting of CLIB causes the linker to search for 
libraries and object modules in the current directory, then in the 
current directory of the d: dri ve, and finally in the \path2 directory. 

set CLIB=;d:;\path2\ 

Support for CLIB directory lists was introduced in version 3.40b of 
Aztec C86. 

2. Searching for object modules and libraries 

The linker can now search for object modules and libraries that are 
specified by name. Given a file name, here's how the linker tries to 
find the file: 

In 

I. Using the specified name, the linker trics to open the file. 
2. If an extension wasn't specified, the linker appends ".0" to the 

specified name and tries to open that file. 
3. Using either the specified name (if an extension was 

specified) or the name with an appended ".0" (if an extension 
wasn't specified), the linker searches for the file in the 
directories defined by the CLIB environment variable. 
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Z - new features 

This section describes the changes that have been made to the Z 
text editor. 

1. Editing large files 

The size of file that Z can edit is now limited only by the amount 
of memory. Z will initially allocate a 16kb edit buffer; when 
necessary, it will allocate additional 16kb buffers. 

2. Support for the EGA 43-line display 

On an EGA display, Z can now optionally display 43 lines of text. 
This feature is enabled and disabled by specifying the operands 43=1 
and 43=0, respectively, in an :se command or in the ZOPT file. 

3. Support for color displays 

Z now allows you to define the color of a display's text area and 
status line, by specifying, as operands to the :se command or in the 
ZOPT file, the display characters' attribute bytes. 

The operands to define the attribute byte for characters in the 
display's text area and status line are, respectively: 

co=val 
sc=val 

where val is the decimal value of the attribute byte. 

By default, the attribute byte of text area characters is 7 (white 
characters on black background), and those of status line characters is 
112 (black characters on white background). For a definition of screen 
attribute bytes, see the PC technical reference manual. 

4. ZOPT enhancements 

The ZOPT environment variable can now define either the file in 
which :se options are found or the options themselves. 

The syntax for defining the ZOPT file is unchanged. For example, 
the following command says that the options are in the file zopt.cmd: 

set ZOPT =zopt.cmd 

To define options in the ZOPT variable, set the first character of 
the variable to a colon, ':' and list the options, with each pair of 
options separated by spaces. If an option normally requires an equals 
character followed by a value (e.g. co=7), enter a colon instead of the 
equals (e.g. co:7). (DOS doesn't allow equals characters in an 
environment variable's value). For example, the following command 
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New features of the printf functions 

Enhancements have been made to the printj-type functions (printj, 
jprilltj, sprintj, and jornuzt) to support the argument conversion 
specifications defined by the ANSI standard, and to support the near, 
jar, and huge keywords. The following paragraphs discuss these 
changes. 

lib 

For the d, i, 0, tt, X, X conversions, the precision indicator 
defines the minimum number of digits to be displayed. 

* To indicate that a d, i, 0, U, x, or X conversion specifier 
applies to a short int or unsigned short int, the specifier can 
optionally be preceded by h. 

* To indicate that a d, i, 0, U, x, or X conversion specifier 
applies to a long int or llnsigned long int, the specifier can 
optionally be preceded by I. 

* To indicate that a e, E, j, F, g, or G conversion specifier 
applies to a long double, the specifier can optionally be 
preceded by L. 

* If h, I, or L precedes any other conversion specifier, it is 
ignored. 

* The field width indicator can optionally be preceded by a flag 
character. The flag characters and their meanings are: 

Left-justify the result in its field. 

+ Prepend a sign character (plus or minus) to 
the result of a signed conversion. 

space If the first character of a signed conversion is 
not a sign, prepend a space character to the 
result. If both space and + flags are specified, 
the space flag is ignored 

# Convert the result to an alternate form, as 
follows: For c, d, i, s, and u conversions, this 
flag has no effect. For an 0 conversion, 
increase the precision to force the first digit 
of the result to be a zero. For x and X 
conversions, prepend the result with Ox or 
OX. 

* There are several new conversion specifiers: 

The same as d. 

X The same as x, except upper case letters 
(ABCDEF) are used instead of lower 
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NMtE 
lmalloc, lcalloc, lrealloc, lfree - memory allocation 

SYNOPSIS 
huge void * lmalloc(size) 
long size; 

huge void * lcalloc(nelem, elemsize) 
long nelem, elemsize; 

huge void * lrealloc(ptr, size) 
huge void *ptr; 
long size; 

lfl'ee(ptr) 
huge void *ptr; 

DESCRIPTION 

Iib86 

In troduction 

These functions allocate and free blocks of memory, from the 
area above the program. They are similar to the UNJX­
compatible functions malloe, ealloe, realloe, and free, except that 
(1) the size of a block can be larger than 64kb; and (2) for a 
program that uses the 4small data' memory model, and whose 
stack is above its heap, the area of memory managed by these 
functions is completely separate from that managed by nUllloc, 
etc. 

When called by programs that use the 4large data' memory 
model, the area managed by these functions is the same as that 
managed by the nUllloe, free, sbrk, and brk functions. In this 
case, in fact, these functions call sbrk to allocate and free 
buffers, just as do the malloe and free functions. 

These functions can be used by any program, except one that 
uscs the 'small data' memory model and whose stack is below 
the heap. Programs can mix calls to these functions, the nUllloe 
and free functions, and the sbrk and bl'k functions. 

Function Descriptions 

lmalloe allocates a block of size bytes, and returns a pointer to it 

lealloe allocates a single block of memory which can contain 
nelem elements, each elemsize bytes big, and returns a pointer to 
the beginning of the block. Thus, the allocated block will contain 
(nelem * elemsize) bytes. The block is initialized to zeroes. 

lrealloe changes the size of the block pointed at by ptr to size 
bytes, returning a pointer to the block. If necessary, a new block 
will be allocated of the requested size, and the data from the 
original block moved into it. The block passed to lrealloe can 
have been freed, provided that no intervening calls to lealloe, 
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Standard I/O and the auxiliary and printer devices 

When a program starts, five devices are preopened for it. Three of 
these have always been accessible via the standard I/O functions: stdif1, 
stdout, and slderr. 

Now, if the symbol MSDOS is #defined before the header file is 
#included in a program, the other two preopened devices are also 
accessible via the standard I/O functions: the auxiliary device is 
accessed using the name stdaux, and the printer is accessed using the 
name std prt. 

For example, the following program writes a message to the printer: 

#define MSDOS 
#include <stdio.h> 
mainO 
{ 

fprintf(stdprt, "hello, world"); 
} 
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The agetc function: new features 

Before returning a character, the agetc function ands it with the 
contents of the global int named agetc nUlsk. This field by default 
contains Ox7f, which causes the standard I/O function agetc to turn off 
the high-order bit of all characters it returns. By setting this field to 
Oxff, you can prevent agetc fron1 turning off this bit. 

For example, to read a file created by a word processor, in which 
the most significant bit of each byte contains control information, a 
program would set agetc nUlsk to Oxff, thus preventing the agetc 
function from stripping off these control bits. 
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SOB: new features 

The following paragraphs describe the features that have been 
added to sdb in going from version 3.40b to 4. lOa. 

1. Floating point disassembly 

sdb now supports disassembly of floating point instructions. 

2. New addressing modes for bs command 

The bs command, which is used to set or modify a breakpoint, has 
two new addressing modes, @func and @. @func causes a temporary 
breakpoint to be set at the return address of the specified function, 
whenever the function is called. The breakpoint is dynamically set 
when the function is entered, and is removed once taken; thus, the 
actual breakpoint address can differ for each call to the specified 
function. 

@ causes a permanent breakpoint to be set at the return address of 
the current function. The breakpoint must be explicitly removed 
using the be command. 

3. New display information for the lxi command 

The bd comnland, which lists breakpoints that have been set with 
the bs command, has been enhanced to support the bs @/ltlle 
command. Such a breakpoint can have one or more entries in the 
breakpoint list. One entry always exists for such a breakpoint: its 
address field contains the function address, preceded by the @ 
character. The other entries follow the @ entry, and define actual 
addresses at which temporary breakpoints will be taken on return from 
the function; the address field for these entries contains the actual 
breakpoint address, preceded by the A character. 

4. Olanges to the print command 

The following paragraphs describe changes that have been made to 
the print command 

4.1 The P command 

A 'P' command has been added, which is just like the 'p' command, 
except it prints the address of the display items. 

4.2 FOl'mat override character @ is now optional 

The print command can display the same field in several formats. 
If you don't specify a format, the field will be displayed in its default 
format. In previous versions of sdb, you had to precede the characters 
that defined the override format with a @ character. This preceding 
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7. Qualifying names and expressions 

7.1 Name qualifiers 

SDB 

Previous version of sdb have only allowed you to access variables 
that are in the current function and the module that contains it Using 
name qualifiers, you can now access automatic and static variables that 
are located in other functions and modules. 

There are two types of qualifiers: file qualifiers and function 
qualifiers. File qualifiers are used to specify the file that contains 
file-scope statics; i.e. static variables that are defined outside of any 
function. Function qualifiers are used to access automatic and static 
variables that are visible to an active function; i.e. to a function that 
has been called but that hasn't yet returned. 

A qualifier to a variable name precedes the name, and is separated 
from it by a period. 

For example, suppose that a program has taken a breakpoint in the 
function s4(), and that the active functions, and the order in which 
they were called, are nUlin(), s1 (), s2(), s3(), and s4(). Then you could 
refer to the automatic or register variable av in function s2() using the 
function-qualified name s2.av. If av is a static that is visible from 
s2(), you could also refer to it using the function-qualified name s2.av. 

Suppose further that the program has a module nwd.c, and that it 
contains the file-scope static /55. You could refer to it using the file­
qualified name nwd.c.jss. 

7.2 Expression qualifiers 

You can also qualify expressions, to define the function from which 
the expressions elements are visible or the file in which they are 
defined. The qualifier precedes the parenthesized expression, and is 
separated from it by a period. 

Continuing the above example, suppose that si() contains the 
automatic variables v 1 and v 2. Then you could display the value of 
vl-v2 using the command 

=s1.(v l-v2) 

If the file nwd.c contained the file-scope statics xl and x2, you 
could display the sum of xl and x2 using the command 

=mod.c.(xl+x2) 

7.3 Disambiguating qualified names and expressions 

There are cases where sdb can't tell where the qualifier ends and 
the qualified name begins. To clearly identify the qualifier from the 
qualified name, surround the qualifier with backquotes. 
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of the page that is to be used for sdb's information. 

Two sdh commands arc related to separate program/debug screens: 

* The w command causes sdb to toggle between displaying the 
de bug and program screen. 

* The JV command disables screen saving and restoring. 

13. Using two screens (the -2 option) 

The -w option described above allows sdb to separate its displayed 
information from that of a program, using just one actual display. If 
you have two displays, you can have the program's information 
displayed on the default display (the one that was active when sdb was 
started), and sdb's information displayed on the other by specifying the 
option -2 when you start sdb. 
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SOB Tutorial 

This document forms a brief tutorial on use of the source-level 
debugger, detailed reference documentation is provided in the SDB 
manual supplied wi th this package. 

1. Getting Started 

Since source-level debug mode is the default mode for the 
compiler, no changes need be made to your compiling directives in 
order to make use of the debugger. The linker, however, only produces 
the .dbg file needed by sdb if the -g option is specified. Note: the -g 
option must be specified on the link command line before any object 
files upon which you wish to be able to run sdb. 

For general use of the debugger, you should make use of the help 
screens, which can be obtained by entering ?<return>. Futher detail is 
provided for many of the commands by entering the first letter of the 
command followed by ?<return>. Some brief directions for using sdb 
follow: 

2. Starting the sdb 

The command for starting sdb is of the form: 

sdb (options] [progfile1 [argl arg2 ... 1 

The optional parameter [progfile ) is the name of a file containing a 
program to be debugged, and the optional parameters argl, arg2, ... , 
are character strings to be passed to the program. [options] is any of 
the following: 

-sdirl;dir2,· ... Search for source files in the directories did, dir2, ... 

-idirl ;dir2; ... Same as the -s option. 

-w[page] Maintain separate screens for the debugger and the 
program that's being debugged. If page isn't specified, 
sdb will save and restore the two screens on entry and 
exit from sdb. For display adaptors that support 
multiple screen pages, page can be used to define the 
page that sdb will use for its own display; in this case, 
sdb will simply switch screens upon entry and exit, 
instead of saving and restoring screen information. 

-2 System has two physical displays. Use the primary for 
the program's output, and the alternate for sdb's. 

-a start debugger in assembly mode - default is C source 
mode. 
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When invoked, sdb will load the program to be de bugged, start it, 
and then stop at the entry point to the main function, displaying that 
line. 

3. Displaying sections of the source file. 

Two commands, c and d/, are provided for displaying the user's I 

source file. c displays the current source line together with the five 
lines that precede and follow it. It takes no arguments. 

The format of the d/ command is: 

df [F ILENAAl E,J RANGE 

where FILENAME is the name of a file to be displayed. FILENAME 
is optional and defaults to the current file if none is specified. 
FILENAME can be used to display lines from a file that is not the 
current one. 

RANGE is one of the following: 

LINE 
LINE .. LINE 
LINE, COUNT 

LINE and COUNT are expressions yielding an integer result. 

If LINE is specified alone, the line indicated is displayed together 
with the next nine lines from the file. 

As with all display commands, hitting <return> after issuing the 
command will cause the next ten lines of source to be displayed. 

4. Running the program. 

Once the program has been loaded, debugging consists of setting 
breakpoints and running the program. Breakpoints can be one-time 
breakpoints or can be set as permanent breakpoints. 

If you don't wish to set permanent breakpoints, you can contol 
execution of the program using the single step and go conlmands. 

The format of a single step command is: 

[COUNT]s 
[COUNT]S 
[COUNT]t 
[COUNT]T 

where COUNT is a positive integer which causes the debugger to 
single step COUNT times, printing information for each breakpoint, 
before stopping. 

The difference between sand t is that s single steps into calls while 
t single steps across calls. In effect, t treats a call as a single line. 

- sdbtut.2 -



Aztec C86 SDB Tutorial 

Sand T will step COUNT times displaying information only for the 
last breakpoint taken. S will step into calls just like s while T will treat 
calls as a single line. 

In source level mode (the default), single step is by source line. In 
assembly mode, (set by typing z<return» single step is by instruction. 

If single stepping encounters a function for which no source line 
information is available (a library function for example), single 
stepping into the function will cause the debugger to step over the call 
just like t. 

To set a permanent breakpoint type: 

[COUNT]bs ADDR[,COMMAND] 

where ADD R is: 

[FILEN AM E] .LINE 
FUNCTION[ . LINE] 
ADDRESS EXPRESSION 

COUNT is an integer expression. COMMAND is a set of debugger 
commands separated by semicolons. For example, you can enter: 

bs linkmain.c.39 

This will set a breakpoint on line 39 of linkmain.c. Alternatively, 

bs getfld.IO 

will set a breakpoint at line 10 in the function getfld. 

bs getfld+ 10 

will set a breakpoint at ten bytes beyond the start of getfld. 

Finally, to make the program go, you simply type g<retllfll>. The 
program will execute until it encounters a breakpoint or terminates. 

The format of the go command is: 

g [@][ADDR] 

wherc ADDR is as described above and '@' means go until hitting a 
return after ADDR. ADDR is set as a temporary breakpoint and won't 
be remembered after execution of the command. For example: 

g@ 

means go until the current function returns. 

g linkmain.c.39 

means go to line 39 in linkmain.c 
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5. Displaying the trace of calls 

It is often useful to know where the program is in a set of nested 
calls, and what the arguments and local variables are to each of the 
calls. to display the nested stack of calls in sdb, simply type ds<retllrn>. 
Each of the calls currently active will be displayed together with its 
arguments. Each argument is displayed in a form appropriate to its 
type. Typing dS<retllrn> causes the functions to be displayed with the 
types, names, and values of each function argument, and auto 
variables. 

For example: 

ds 

might cause the following display 

main (1,OxFF35) 
Croot 0 

while 

dS 

could cause: 

main(int argc = I, char **argv = OxFF35) 
int i = 0 
long j = -1 
char name[8] = "hello." 

6. Displaying values and computing expressions. 

sdb provides some simple, but powerful facilities for displaying 
variables, arrays, and structures. These are the p (print) and the e 
(evaluate) commands. For example, to print a structure named symbol 
you simply enter: 

p symbol 

which might result in: 

struct symboltb symbol = { 
ints flag = 10 

} 

char *s name = OxFF42 
int s value[2] = { 
10,5-
} 

Suppose then you want to display the string pointed to by 
synlbol.s_name. You simply type: 
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ps *symbol.s _name 

So the result might be: 

"pointer" 

SDB Tutorial 

In addition to the print command, the debugger has an evaluate 
command, so you can perform general C expression evaluation, 
including calls to C functions, assignment, pre- and post- increment 
and decrement, casts, and conditionals. 

e c = getcharO 

might result in 

=10 

7. \Valking up and down the frames. 

In using the expressions shown above the user is generally limited 
to refering to variables that arc visible by C rules at the point where 
execution stopped. That is, you cannot refer to local variables of 
functions that arc not active or are not the "current" function. (Statics, 
however, may be referred to by qualifying them with the name of the 
file or function they were declared in. e.g. linkmain.c.name or 
main.name). 

In order to refer to names in other active functions you can change 
sdb's notion of what the current function is by walking up and down 
the call frames, using the commands III for frame up, and Id for frame 
down. These commands walk up the call frames, displaying the line 
from which the next frame down was called and making visible all of 
the current call's local variables. 

8. Displaying assembly. 

Finally, you can display the assembly code at any address with the 
unassemble command. Its format is: 

uADDR 
UADDR 

where AD D R is as described above. 

u does a disassembly with symbols substituted where possible for 
global and local variables. U disassembles without symbol substitution 
but with the hex for the code shown as well as the assembly. 
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NAME 

c - c driver 

SYNOPSIS 

c [options] filel [file2 file3 ... ] [-lmylibl -lmylib2 ... ] 

DESCRIPTION 

C Driver 

The driver is designed to compile, assemble and link using one 
command. You can specify a single file, multiple files, or a file which 
contains a list of files that are to be compiled, assembled and linked 
together to create one executable file. Filenames can optionally 
specify multiple files, using the "wildcard" characters (? and *). The 
name of the executable is derived by taking the first file specified and 
appending .exe unless you use the -0 linker option. 

The actions taken by the driver are dependent on the options given 
and on the filenames and extensions. 

* A .c extension will cause the file to compiled, assembled, and 
linked. 

* A .asm will cause the file to be assembled and linked. 

* A.o will cause the file to be linked only. 

Specifying the library names to the linker is optional. The c library, 
c.lib, will always be linked in with the appropriate memory model 
version based on the options to the compiler. For example, typing the 
following line: 

c foo;c fum.asm 

will cause the driver to compile and assemble foo, assemble fum, link 
both programs together with c.lib and create an executable called 
foo.exe. 

To compile and link using the large code, large data model, and the 
math library, you would type the following: 

c +1 foo.c fum.asm -1m 

will cause the driver to compile and assemble foo, assemble fum, link 
both programs together with cl.1ib and ml.1ib and create an executable 
called foo.exe. This assumes that jum.asm has been previously 
compiled using the large model option. If not, a mixed model error 
will result. 

If you have more than one file that must be compiled, and/or 
assembled, and linked to create an executable, you could use the -[ 
option. This option allows you to include a file containing the names 
of the modules desired. For example, to include a file jilelist and link 
in the graphics library: 
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c -f filelist -lg 

OPTIONS 

1. Driver Options 

-f file Read command arguments from file. 

-c Don't invoke the linker. 

2 Compiler Options 

Aztec C86 

-a Prevents the compiler from starting assembler. 

-b Don't pause after every fifth error. 

-d Defines a symbol for the preprocessor. 

example: -dmaxlen= 100 prog.c 

-e Specifies the size of expression table. 

example: -eIOO 

-i Defines an area to be searched for files specified in a 
#include statement. 

-L 

example: -ib:urceinc 

Specifies the size of the local symbol table. 

example: -L200 

-n Do not collect source level debugger information. 

-s Don't print warning messages. 

-T Include c source statements in the assembly code 
output as comments. 

-y Specifies the maximum number of outstanding cases 
allowed in a switch. 

example: -ylOO 

-z Specifics the size of the table for literal strings. 

example: -zIOO 

+1 Generate code that uses the 'large code','large data' 
memory model 

! 

\ 

+lc Generate code that uses the 'large code','small data' ( 
memory model 

+ ld Generate code that uses the 'small code', 'large data' 
memory model 
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3. Linker Options 

-B addr When linking a DOS .com file, set the program's base 
address to the hex value addr. 

-C addr When linking an .exe program that will be burned into 
ROM, set the starting paragraph number of the 
program's code segments to the hex value addr. 

-D addr When linking an .exe program that will be burned into 
ROM, set the starting paragraph number of the 
program's data segments to the hex value addr. 

-g Enables the collection of source level debugger 
information for all files listed after it on the command 
line. (This information is put into a .dbg file.) 

-lname Search the library name.lib for needed modules. 

-m Don't issue 'multiply defined symbol' warning 
messages. 

-N Don't abort if there are undefined symbols. 

-0 file Write executable code to the file named file. 

-q Disables the collection of source level debugger 
information for all files listed after it on the command 
line. 

-S size Tell DOS not to load the program unless at least size 
bytes is available for its stack and heap. 

example: -S 400 i.e. 400 is hex value. 

-t Generate a symbol table file (for DB). 

-U addr When linking a DOS .com file, set the starting offset 
of the program's uninitialized data segment to the hex 
value addr. 

-v Be verbose. 

-x size Tell DOS to allocate memory to the program so that 
the program doesn't have more than size paragraphs 
for its stack and heap. 

example: -x 400 i.e. 400 is hex value. 
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Enhancements to MAKE 

The following enhancements have been added to the nuzke utility: 

I. Dependencies on files in directories and drives other than the 
current one are now supported 

2. Command line macros now supported. 

3. Command line options are now order independent. 

These enhancements are discussed in detail below. 

1. Different directory and drive dependencies 

make has been enhanced to permit dependencies on files in 
directories and drives other than the current directory and drive. In 
previous versions of make, the following dependency line was illegal: 

foo.o: a: . ./front/cc.h 

make will now allow the drive name in a directory specification, but 
the following rules must be used: 

* The colon (':') is used in two places, one to mark a dependency, 
and one to specify another disk drive. A colon that is marking a 
dependency must have a tab or a space on any side of it, 
otherwise it is takell to be an alternate drive specification. 

* If you specify a file to be in a different drive, do not refer to the 
file later with a different path name. This will confuse nuzke and 
the consequences from it are undefined. 

Here is an example of what NOT to do. 

foo.c: a: .. /src/foo.o 

and then later name it by ... 

a:/ root! src/ foo.c 

The forward slash or the backward slash may be used in any 
combination to specify other directories. 

a:dir/sub/foo.c IS NOT THE SAME AS a:/dir/sub/foo.c. 

The first name will look for foo.c starting with the current 
directory drive a is set to, the second name will look for foo.c in 
the path starting at drive a's top directory, even if this was all 
taking place fronl a makefile on drive b. This is because MS-DOS 
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remembers a current directory for each drive. 

2. Command line macros 

You can also define Macros from the command line. Here are 
some examples. 

make COPT=-DDEBUG 
make OBJ=foo.o 

However, you cannot specify a macro with whitespace in it. 

make NOGOOD=foo.o slug.o splato 

This would define the macro NOGOOD to be /00.0 only, and then try 
and "make" the files slug.o and splat.o. 

Any command line macro specified will override any macro with 
the same name in the makefile, for the duration of that execution of 
make. 

3. Command line argument order 

Command line arguments may now be specified in any order. 
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NAME 
open - additional modes for file sharing 

DESCRIPTION 
open supports DOS 3.1 file sharing. The header file fentl.ll 
contains these additional nwdes: 

mode 
o DENYRW 
O-DENYW 
O-DENYR 
O-DENYN 
O-INHER 
O-COMP 

meaning 
Deny read, deny write 
Deny write 
Deny read 
Deny nothing 
Inherit attributes 
Compatibility mode 

These modes are different from the other modes allowed by 
open in that they must be or'd and not added. 

NOTE: no support is provided for fo pening shared files. 
However, you can get shared file support for stream I/O 
through the use of fdopell which converts a file opened by open 
into a stream. 

SEE ALSO 
For more information on file sharing, refer to the section on 
Interrupts, DOS function call Ox3D, in the PCDOS Technical 
Reference manual, version 3.00. 

EXAlV1PLES 

lib 

To create, open, and restrict the read and write priviledges on a 
file, testfile: 

fd = open("testfile", O_CREAT I O_DENRW); 

To use the standard I/O functions on a shared file it must first 
be opened by open and then by fdopen: 

#include "fcntl.h" 
FILE *fp, *fdopenO; 
int fd; 

fd = open("testfile", O_CREAT I O_DENRW); 

fp = fdopen(fd, "r+"); 
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NAME 
filelock - lock a region within a file 

SYNOPSIS 
int filelock(fd, flag, offset, length) 
int fd, flag; 
long offset, length; 

DESCRIPTION 
filelock locks or unlocks a region of a file that has been opened 
for unbuffered I/O. 

fd is the file descriptor associated with the file. 

flag indicates the action to be done: 0 = lock, 1 = unlock. 

filelock will lock/unlock a region starting at offset bytes from 
the beginning of a file for length bytes. 

If filelock is successful, it will return a zero. 

NOTE: care should be exercised when locking files used by stdio 
streams due to some buffering that takes place. 

SEE ALSO 
Unbuffered I/O (0). 

For marc information on file locking, refer to the section on 
Interrupts, DOS function call Ox5C, in the PCDOS Technical 
Reference manual, version 3.00. 

DIAGNOSTICS 

Iib86 

If filelock fails, it will return -1 as its value and set an error code 
in the global integer errno. 
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Using MANX Technical Support 

We have put together a set of guidelines to help you take the most 
advantage of the technical support service offered by MANX We ask 
that you read and follow these guidelines to enable us to continue to 
give you quality technical support. 

Have evelything with you. 

Try to be organized. When using our phone support, have 
everything you need with you at the time you call. Our goal is to get 
you the help you need without keeping you on the phone too long. 
This can save you a lot of time, and if we can keep the calls asshort 
as possible we can take more calls in the day. This can be to your 
advantage on days when we are busy and it's hard to get through. 
Also, have the following information ready when you call technical 
support. We will ask you for this information first. 

* Your name. This is necessary in case we need to get back to you 
with additional information. 

* Phone number. In case we have additional information we will be 
able to contact you. This will never be given to anyone, so you 
need not worry. 

* The product you are using, and the serial number. If you have a 
cross compiler please tell us both host and target, even if the 
problem is with just one side of the system. 

* The revision of the plVduct you are using. This should include a 
letter after the number: i.e. 3.20d or l.06d THIS IS VERY 
IMPORTANT. The full version number may be found on your 
distribution disks or when you run the COMPILER 

* The operating system you are using, and also the version. 

* The type of machine you are using. 

* Anything interesting about your machine configuration. ie. ram 
disk, hard disk, disk cache software etc. 

Know what questions you wish to ask. 

If you call with a usage question please try to have your questions 
narrowed down as much as possible. It is easier and quicker for all to 
answer a specific question than general ones. 

Isolate the code that caused the problem. 
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If you think you have found a bug in our software, try and create 
a small program that reproduces the problem. If this program is small 
enough we will take it over the phone, otherwise we would prefer 
that you mail it to us, using the supplied problem report, or leave it 
on one of our bbs systems. Once we receive a "bug report" we will 
attempt to reproduce the problem and if successful we will try to have 
it fixed in the next release. If we can not reproduce the problem we 
will contact you for more information. 

Use your C language book and technical manuals first. 

We have no qualms about helping you with your general C 
programming questions, but please check with a C language 
programming book first. This may answer your question quicker and 
more thoroughly. Also, if you have questions about machine specific 
code, i.e. interrupts or dos calls, check with that machine's technical 
reference manual and/or operating system manual. 

When to expect an answer. 

A normal turn around time for a question is anywhere from 2 
minutes to 2 days, depending on the nature of the question. A few 
questions like tracing compiler bugs may take a little longer. If you 
can call us back the next day, or when the person you talk to in 
technical support recommends, we will have an in-depth answer for 
you. But normally we can answer your questions immediately. 

Utilize our nUlil-in service. 

It is always easier for us to answer your question if you mail us a 
letter (We have included copies of our problem report form for your 
use). This is especially true if you've found a bug with our compiler 
or other software in our package. If you do mail your question in, try 
to include all of the above information, and/or a disk with the 
problem. Again, please write small test programs to reproduce 
possible bugs. The address for mail-in reports is P.O. Box 55, 
Shrewsbury, N.J. 07701. If you have questions/problems concerning 
C Prime or Apprentice C, mail them to P.O. Box 8, Shrewsbury, N.J. 
07701. 

Updates, Availability, Prices. 

If you have any questions about updates, availability of software, 
or prices, please call our order desk They can help you better and 
faster. You can reach them at .. 
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Outside N.J. --> 1-800-221-0440 
Inside N.J. --> 1-201-542-2121 (also for outside the U.S.A.) 

Bulletin board system. 

For users of Aztec C we have a bulletin board system available. 
The number is ... 

1-(201)-542-2793 This is at 300/1200 bps. (all products) 

Answer the Questions that will be asked after you are connected. 
When this is done you will be on the system with limited access. To 
gain a higher access level send mail to SYSOP. Include in this 
information your serial number and what product you have. Within 
approximately 24 hours you should have a higher access level, 
provided the serial number is valid. This will allow you to look at the 
various information files and upload/download files. 

To use the bulletin board best, please do not put large ( > 8 lines) 
source files onto the news system, which we use for an open forum 
Question/ answer area. Instead, upload the files to the appropriate area, 
and post a news item explaining the problem you are having. Also, 
the smaller the test program, the Quicker and easier it is for us to look 
into the problem, not to mention the savings of phone time. 

When you do post a news item, please date it and sign it. This will be 
very helpful in keeping track of Questions. Try to do the same with 
uploaded source files. 

Phone support, number and hours. 

Technical support for Aztec C is available between 10-12 am and 
2-6 pm eastern standard time at 1-(201)-542-1795. Phone support is 
available to registered users of Aztec C with the exception of the 
Apprentice C and C Prime products. For those products, please use 
the mail-in support service and send Questions/problems to P.O. Box 
8, Shrewsbury, N.J. 07701. 

These guidelines will aid us in helping you Quickly through any 
roadblocks you may find in your development. Thanks for your 
cooperation. 
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DISCLAIMER 

Manx Software Systems makes no representations or warranties with 
respect to the contents hereof and specifically disclaims any implied 
warranties of merchantability or fitness for any particular purpose. 
Manx Software Systems reserves the right to revise this publication 
and to make changes from time to time in the content hereof without 
obligation of Manx Software Systems to notify any person of such 
revision or changes. . 

TRADEMARKS 

Aztec C, Manx AS, and Manx LN are trademarks of Manx Software 
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Aztec C86 OVERVIEW 

Overview 

Aztec C86 is a set of programs for translating programs written in 
the C programming language into a form which can be executed on 
8086 systems running PC-DOS, MS-DOS, or CP /M-86. 

Aztec C86· can also be used to create programs that will run on a 
ROM-based 8086 system. 

The development can be done on a PC-DOS, MS-DOS, or CP/M -86 
system; it can also be done on several other types of systems, as 
described below, and the executable code downloaded to the target 
machine. 

There are several different Aztec C86 Systems, providing different 
features. The following is a list of features that are in the Aztec C86 
Commercial System. Not all of these features are supported by the 
other Aztec C86 Systems. 

* The full C language, as defined in the book The C 
Programming Language, by Brian Kernighan and Dennis 
Ritchie, is supported This now includes the bit field data 
type and many of the System 5 extensions to the C language. 

* Floating point operations can be performed either by software 
routines or by the 8087 math chip. The choice can be made 
when a program is linked, by linking the program with the 
appropriate version of the math library. The choice can be 
made dynamically, when the program is started, by linking the 
program with the 'sensing' math library; in this case, the 8087 
will be used if it's on the machine on which the program is 
currently running, and the software routines will be used if 
it's not 

* Programs can be created that use the 80186 instructions. 

* An extensive set of user-callable functions is provided; 

* Programs can be created that use the 'small code' or 'large 
code' memory model and/or the 'small data' or 'large data' 
memory model. 'Large code' allows a program to have as 
much memory-resident executable code as desired 'Large 
data' allows a program to have 64K bytes of global and static 
data, 64K bytes of stack space for automatic variables, and 
unlimited space for dynamically-allocated buffers. 

* Overlays are supported, allowing programs to be created and 
executed that are larger than available memory; 
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'" The UNIX package runs on a system which uses the UNIX 
operating system, and generates code which runs on PCDOS 
or MSDOS systems or on CP /M-86 systems. 

Components 

Aztec C86 contains the following components: 

'" The compiler, assembler, linker, and object file librarian; 

'" Object libraries containing user-callable functions and support 
functions; 

'" Several utility programs, including, with some packages, 
programs similar to the UNIX programs make, grep, dill, and 
a symbolic de bugger. 

Preview 

This manual is divided into two sections, each of which if in turn 
divided into chapters. The first section presents 8086-specific 
information; the second describes features that are common to all 
Aztec C packages. Each chapter is identified by a symbol. 

The 8086-specific chapters and their identifying codes are: , 
tut describes how to get started with Aztec C86: it discusses 
the installation of Aztec C86 and gives an overview of the 
process for turning a C source program into an executable 
form; 

cc, as, and In present detailed information on the compiler, 
assembler, and linker; 

util describes some of the utility programs provided with 
Aztec C86; 

libov86 presents 8086-specific overview information; 

lib86 describes the 8086-specific functions provided with 
Aztec C86; 

tech discusses several miscellaneous topics, including program 
organization, overlays, cross development, libraries provided 
with Aztec C86, using the Microsoft linker, generating 
ROMable code, and writing assembly language functions that 
can call and be called by C functions. 

unitools describes the utility programs z, make, grep, and dill, 
which are similar to UNIX programs. 

sdb describes the source level debugger; 

db describes the assembly language debugger; 

The System-independent chapters and their codes are: 

- ov.5-



OVERVIEW Aztec C86 

libov presents an overview of the system-independent features 

lib describes the system-independent functions provided with 
Aztec C86; 

style discusses several topics related to the development of C 
programs; 

err lists and describes the error messages which are generated 
by the compiler and linker. 
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Tutorial Introduction 

This chapter describes how to start using your Aztec C86 software. 
The chapter has three sections: the first describes how to install Aztec 
C86; the second describes the procedure to create an executable 
program from a simple C source program; and the third introduces 
some features of Aztec C86 that you may want to investigate further. 

1. Installing Aztec C86 

Manx has- sent you your Aztec C86 software on one or more floppy 
disks. If your system supports only single-sided disk drives, we may 
have used reversible disks, and put files on both surfaces of a single 
disk In this case, each side of a disk that we have used will have a 
label. To access the files on a particular side of a reversible disk, put 
the disk in the drive with that side facing the drive's read/write heads. 

The disks we have sent you are not boo table; that is, they don't 
contain the operating system (DOS or CP /M-86). In order to use 
them, you will have to boot the operating system from one of your 
own disks. 

Back up the disks 

The first thing you should do with your Aztec C disks is make a 
copy of them. This can be done using the standard operating system 
copy utility. 

Check the Files 

Before you start using your Aztec C software, you should verify 
that all the files are there, by comparing a directory of the provided 
files with a list that's in the release document 

The ere utility that's on your disk computes a unique number for a 
file, called its crc. If you wonder whether a file is corrupted, you can 
compare its crc number with its correct value, which is listed in the 
file erclist. 

A complete description of ere is provided in the Utility Programs 
chapter. To compute the crc of all files on the b: drive, enter 

crc b:*.* 

Create a working disk 

A 'working disk' is a disk' that contains just the most frequently­
used Aztec C files. When developing programs, you will have the 
working disk in one drive, and a disk containing the programs being 
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developed in another drive. 

Thus, before you can begin using Aztec C, you must create a 
working disk 

You can link object modules together using either the Aztec linker 
In or the PCDOS/MSDOS linker link. For now, we'll assume that you 
want to use the Aztec linker. At the end of this section, we'll show 
you how to modify the working disk for use with the PCDOS/MSDOS 
linker. 

Here are the steps to create a working disk 

1. The first file you need on your working disk contains the C 
compiler. Some Aztec C86 packages contain two C compilers, 
with the versions differing in the speed of compilation, the 
optimization of the generated code, and support for the 80186 
and 80286 processors. To get started, you can just copy the cc 
compiler to the working disk Later on, you can select another 
compiler, if desired The compiler chapter and the release 
document describe the features of the compilers. 

The name of the file containing a program is derived from 
the name of the program by appending an extension to the 
program name: the extension is .exe for PCDOS/MSDOS, and 
.cmd for CP /M-86. Thus, the name of the file containing the cc 
compiler is cc.exe on PCDOS/MSDOS and cc.cmd on CP /M-86. 

2. Next, copy the as assembler and the In linker to the working disk 

3. Now copy any header files you need to the working disk A 
"header file" is a file containing C source code which another 
program includes in itself with the #include statement. The 
header files provided with the Aztec package have extension ".h". 

4. Finally, copy the object libraries you need to the working disk. 
the libraries that you will need initially are c.lib and m.lib, which 
contain the non-floating-point functions and floating-point 
functions, respectively. These libraries use the 'small code' and· 
'small data' memory model. Other versions of these libraries that 
support other memory models are provided with some packages. 
See the Libraries section of the Technical Information chapter 
for details. 

If your working disk can't hold all these files, we recommend that 
you put the compiler, assembler, and header files on one disk, and the 
linker and libraries on another disk 

The working disk and the PCDOS/MSDOS linker 

If you want to use the PCDOS/MSDOS linker instead of the Aztec 
linker you must modify your working disk, as follows: 
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1. Replace the Aztec linker In on your working disk with the 
PCDOS/MSDOS linker. 

2. Copy the Aztec utility program obj onto the working disk This 
program converts object modules from Aztec format into 
PCDOS/MSDOS format 

3. Copy the special startup routine crtO.obj to the working disk 

4. Using obj, convert c.lib and m.lib to PCDOS/MSDOS format by 
entering: 

obj c.1ib mc.1ib 
obj m.1ib mm.lib 

The converted libraries are in the files me.lib and mm.lib. You 
can now remove c.lib and m.lib from the working disk 
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2. Creating an Exewtable Program 

Figure 1 graphically depicts the steps to create an executable 
program from a C source program. 

The following paragraphs will first present the actual commands to 
create an executable version of the sample program exmpl.c that is on 
the distribution disk, when using the Aztec linker. Then follows a 
brief description of each of the commands. For complete descriptions 
of these programs, see subsequent chapters in this manual. 

At the end of this section is a description of the commands for 
converting exmpl.c into an executable program when using the 
PCDOSjMSDOS linker. 

Typically, when developing programs, you will have your working 
disk in the a: drive and a disk containing your own files in the b: 
drive. The following discussion assume that this is the case. The 
commands to generate an executable version of exmpl.c, when using 
the Aztec linker, are: 

cc b:exmpl.c 
In b:exmpl.o c.lib 

step 1 & 2: compile and assemble 
step 3: link 

Step 0: Create the Source Program 

Any text editor can be used to create C source programs. 

Step 1: Compile 

cc translates a C source program into an assembly language 
program. This translation is called compilation. The command to 
compile the C source that's in the file exmpl.c which is in the 
current user area on the b: drive is: 

cc b:exmpl.c 

cc writes the assembly language source for the C program to a 
temporary file in the current area on the b: drive, and then starts 
the assembler. The 'current area' on PCDOSjMSDOS is the 
current directory and on CP jM-86 is the current user area 

Step 2: Assemble 

as, which is automatically started by the compiler, unless you 
specify otherwise, translates an assembly language source program 
into relocatable object code. 

It writes the object code to the file exmpl.o in the current area 
on the b: drive, and then automatically deletes the temporary 
assembler source file, since it is no longer needed 

Step 3: Link 

The object module version of the exmpl program must next be 
linked to needed functions that are in the c.lib library of object 
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modules and converted into an executable form. This is done by 
entering: 

In b:exmplo c.1ib 

The output of the linker is sent to the file exmpi.exe on 
PCDOS/MSDOS, and to exmpi.cmd on CP/M-86, in the current 
area on the b: drive. 

During the link step, the linker will search libraries specified to it; 
when it finds a module containing a needed function, it will include 
the module in the executable file it's building. 

All C programs need to be linked with c.iih (or an equivalent, if the 
program uses a memory model other than 'small code' / 'small data'. 
This library contains the non-floating point functions which are 
defined in the functions chapter, lib of this manual It also contains 
functions which are called by compiler-generated code. 

If a program performs floating point operations, it must also be 
linked with a math library. The math library that you will use when 
getting familiar with Aztec C is m.lib. This uses 'small code', 'small 
data', and uses software routines to perform the floating point 
operations. Other versions of the math library are available. See the 
Libraries section of the Technical Information chapter for details. 

When a program is linked with a math library, that library must be 
specified before c.lib. For example, if exmpi.c performed floating 
point, the following would link it 

In b:exmplo m.lib c.1ib 

Creating an executable program, when using the PCDOSjMSDOS linker 

If you are using the PCDOS/MSDOS linker, the following 
commands will convert exmpi.c into an executable program: 

cc exmpl.c 
obj exmpl.o 
link crtO+exmpl,exmpl,exmpl"mc 

3. Where to go from here 

You now have a working disk and have used it to create an 
executable program from a C source file. Since the C language 
supported by Aztec C is fully UNIX-compatible, and since Aztec C86 
supports a large subset of the standard UNIX functions, you can 
proceed to develop programs without immediately reading the rest of 
this manual, with assurance that that Aztec C behaves like the version 
of UNIX with which you are familiar, or like the textbook on UNIX 
and C that you are reading. 

To be able to make full use of Aztec C, however, you must read the 
rest of this manual. Some topics of interest 
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* You should peruse the Library Functions chapters. We have 
provided a lot of functions, including 8086-specific ones, and 
an awareness of them may save you from reimplementing 
some of them. 

* As your programs get larger, you may want to either use one 
of the large memory model options or partition them into 
overlays. Memory models are discussed in the Operator 
Information section of the Compiler chapter, and Overlays in 
the Technical Information chapter. Use' of alternate memory 
models for a program requires use of alternate versions of the 
c.lib and m.lib. The libraries provided with Aztec C are 
discussed in the Libraries section of the Technical 
Information chapter. 

* You have control over several factors that determine how a 
program is organized in memory. Some of the most 
important of these determine the size of the program's stack 
and heap areas, and whether a program's stack is above or 
below the heap. (the heap is the area from which buffers are 
dynamically allocated). With the heap above the stack, the 
heap can grow and contract dynamically, and with it the space 
allocated to the program, to satisfy requests for buffers. For a 
discussion of program organization, see the Technical 
Information chapter. 

* The version of the math library that we have discussed in this 
chapter, m.lib, performs floating point operations using 
software routines, and requires the program to use the 'small 
code' and 'small data' memory models. Other versions of the 
math library are provided that use the 8087 to perform 
floating point operations, and that use different memory 
models. With some of the math libraries, the choice of 
software- or 8087 -execution of floating point operations is 
made when the program is linked For others, the choice is 
made when the program is started: an 8087 will be used if 
available, and software routines otherwise. The Libraries 
section of the Technical Information chapter has the details. 

* Use of the PCDOS/MSDOS .linker instead of the Aztec linker 
is discussed in detail in the section "Using the 
PCDOS/MSDOS Linker" section of the Technical Information 
chapter. 

* You may want to create modules that can call functions in 
other manufacturers' libraries; for example, those of Lattice 
or Computer Inovations. Or you may want to create modules 
or libraries that can be called by modules that have been 
created with other manufacturers' compiler and assembler. 
The compiler options relevant to this are discussed in the 
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Options section of the Compiler chapter. In this case, you 
must use the PCDOSjMSDOS linker link. This is discussed in 
the section "Using the PCDOSjMSDOS Linker", in the 
Technical Information chapter. 

* The creation of ROMabie code is discussed in the Technical 
Information chapter. 

* If you want to write assembly language routines that can call 
and be called by C functions, see the "Assembler Functions" 
section of the Technical Information chapter and the 
Programmer Information section of the Assembler chapter. 

* The compiler has an option that causes it to generate code 
that uses 80186 instructions. If you have a machine that has 
and 80186 or 80286 microprocessor, you may want to compile 
your programs using this option, and recompile the libraries 
using this option. See the Options section of the Compiler 
chapter for details. 
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the assembly language source file. The compiler -A option tells the 
compiler not to start the assembler. 

1.1 The C source file 

On the command line, the name of the file containing the C source 
can optionally specify the drive on which the file is located If not 
specified, it's assumed to be on the default drive. 

1.1.1 Source'files on MSDOS and PCDOS. 

On MSDOS and PCDOS, the source file name can optionally 
specify a path to the directory containing the file. By default, it's 
assumed to be in the current directory on the specified drive. For 
example, with the following command the compiler looks for 
jilename.c on drive a:, directory \source\ subs: 

cc a:\source\subs\filename.c 

and for the following command, with b: as the default drive and 
\ nwdules as the current directory, the compiler looks for jilename.c on 
the b: drive, directory \nwdules: 

cc filename.c 

1.1.2 Source files on CP /M-86. 
On CP /M-86, the source filename can optionally specify the user 

area containing the file. If not present, it's assumed to be in the 
current user area on the specified drive. For example, with the 
following command, the compiler will look for clock.c on drive h:, user 
5: 

cc 5/b:clockc 

As shown in this example, a CP/M-86 filename consists of (1) 
optionally, a user area followed by a backslash, (2) optionally, a drive 
identifier, followed by a colon, (3) the file name, and (4) optionally, a 
period followed by an extension. On CP /M-86, any file name passed to 
a Manx program has this format. 

For another CP /M-86 example, if the default drive is C:, and the 
current user area is 8, with the following command, the compiler will 
look for generate.c on drive C:, user 8: 

cc generate.c 

1.1.3 More source file information. 

The extension on the source file name is optional. If not specified, 
it's assumed to be .c. For example, with the following command, the 
compiler will assume the file name is text.c: 

cc text 

The compiler will append .c to the source file name only if it doesn't 
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find a period in the file name. So if the name of the source file really 
doesn't have an extension, you must compile it like this: 

cc filename. 

The period in the name prevents the compiler from tacking on .c to 
the name. 

1.2 The output files 

1.21 Creating an object code file 

Normally, when you compile a C program you are interested in the 
relocatable object code for the program, and not in its assembly 
language source. Because of this, the compiler by default writes the 
assembly language source for a C program to an intermediate file and 
then automatically starts the assembler. The assembler then translates 
the assembly language source to relocatable object code, writes this 
code to a file, and erases the intermediate file. 

By default, the object code generated by a compiler-started 
assembler is sent to a file whose name is derived from that of the file 
containing the C source by changing its extension to .0. This file is 
placed in the area that contains the C source file. On MSDOS and 
PCDOS, the area is the directory containing the source file, and on 
CP /M-86 it's the user area containing the source file. For example, if 
the compiler is started with the command 

cc prog.c 

the file prog.o will be created, containing the relocatable object code 
for the program. 

The name of the file containing the object code created by a 
compiler-started assembler can also be explicitly specified when the 
compiler is started, using the compiler's -0 option. For example, the 
command 

cc -0 myobj.rel prog.c 

compiles and assembles the C source that's in the file prog.c, writing 
the object code to the file myobj.rel. 

When the compiler is going to automatically start the assembler, it 
by default writes the assembly language source to a temporary file 
named ctmpxxx.xxx, where the x's are replaced by digits in such a 
way that the name becomes unique. 

On MSDOS and PCDOS the temporary file is placed in the drive 
and directory specified by the environment variable CCTEMP. If this 
variable doesn't exist, the file is placed in the current directory on the 
default drive. 

The format of CCTEMP is 
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[ d:][ path \] 

where the brackets indicate an optional field The fields have the 
following meanings: 

* d: is the identifier of the drive on which the file is to be 
placed; if not specified, the default drive is used 

* path\ specifies the directories that must be passed through to 
reach the directory in which the temporary file is to be 
placed If not specified, the file is placed in the root directory 
on the selected drive. When path is specified, it must have a 
trailing backslash character. 

For example, the first command that follows sets CCTEMP so that the 
temporary file is placed in the root directory on the c: drive; the 
second causes it to be placed in the compile\ temp directory on the 
default drive; the third causes it to be placed in the tmp directory on 
the d: drive: 

set CCTEMP=c: 
set CCTEMP=compile \ temp\ 
set CCTEMP=d:tmp\ 

Note that a terminating backslash is required when a subdirectory is 
explicitly specified, but not when just the drive is specified 

On CP/M-86 the temporary file is always placed in the current user 
area of the default drive. 

If you are interested in the assembly language source, but still want 
the compiler to start the assembler, specify the option -T when you 
start the compiler. This will cause the compiler to send the assembly 
language source to a file whose name is derived from that of the file 
containing the C source by changing its extension to .asm. The C 
source statements will be included as comments in the assembly 
language source. For example, the command 

cc -T prog.c 

compiles and assembles prog.c, creating the files prog.asm and prog.o. 

1.2.2 Creating just an assembly language file 

There are some programs for which you don't want the compiler to 
automatically start the assembler. For example, you may want to 
modify the assembly language generated by the compiler for a 
particular program. Or you may want the assembly language source 
sent to a location, such as a RAM disk, where it wouldn't normally be 
sent when the compiler activates the assembler. 

In such cases, you can use the compiler's -A option, which prevents 
the compiler from starting the assembler. 

When you compile a program using the -A option, you can tell the 
compiler the name and location of the file to which it should write the 
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assembly language source, using the -0 option. 

If you don't use the -0 option but do use the -A option, the 
compiler will choose the name and location of the assembly language 
source file: it will send the assembly language source to a file whose 
name is derived from that of the C source file by changing the 
extension to .asm, and place this file in the same area as the one that 
contains the C source file. On MSOOS and PCOOS, the area is the 
directory containing the source file, and on CP /M-86 it's the user area 
on the drive containing the source file. 

For example, the command 

cc -A prog.c 

compiles, without assembling, the C source that's in prog.c, sending the 
assembly language source to prog.asm. 

As another example, the command 

cc -A -0 e:temp.asm prog.c 

compiles, without assembling, the C source that's in prog.c, sending the 
assembly language source to the file temp.asm on the drive e:. 

When the -A option is used, the option -T causes the compiler to 
include the C source statements as comments in the assembly language 
source. 

1.3 Searching for #include files 

You can make the compiler search for #include files in a sequence 
of areas, thus allowing source files and # include files to be contained in 
different areas. 

Areas can be specified with the -I compiler option, and, on MSDOS 
and PCOOS, with the INCLUDE environment variable. The compiler 
itself also selects a few areas to search. The maximum number of 
searched areas is eight. 

If the file name in the #include statement specifies a drive id, user 
area, or path, only the single area specified in the state men t is 
searched 

1.3.1 The -I option. 

A -I option defines a single area to be searched The area descriptor 
follows the -I, with no intervening blanks. 

1.3.1.1 The -I option on MSDOS and PCDOS 

On MSOOS and PCOOS, the -I option looks just like you'd expect: 

-Ib:\incfiles 

defines the directory \inc/iles on drive b:. 

- cc.9 -



COMPILER Aztec C86 

1.3.1.2 The -I option on CP/M-86 

On CP/M-86, the area descriptor following the -I consists of (1) an 
optional user number followed by a slash, and (2) an optional drive 
identifier. For example, the following defines user area 5 on drive c: 

-IS/c: 

The user number is optional, and defaults to the current user number: 

-Id: 

defines the current user area on the d: drive. The drive id is also 
optional, and defaults to the default drive: 

-14/ 

defines user area 4 on the default drive. 

1.3.2 The INCLUDE environment variable. 

On MSDOS and PCDOS, the INCLUDE environment variable also 
defines dire"ctories to be searched for #include files. This variable has 
the same format as the PATH environment variable. That is, 
something like the following, which defines three areas to be searched: 

set INCLUDE=b:\incl;c:\cc\inc2;a: 

1.3.3 The search order for include files 

1.3.3.1 The search order on MSDOS and PCDOS. 

On MSDOS and PCDOS, directories are searched in the following 
order: 

1. If the #include statement delimited the file name with the 
double quote character, ", the current directory on the default 
drive is searched If delimited by angle brackets, < and >, this 
area isn't automatically searched 

2. The directories defined in -I options are searched, in the 
order listed on the command line. 

3. The directories defined in the INCLUDE environment 
variable are searched, in the order listed 

1.3.3.2 The search order on CP /M-86. 

On CP /M-86, user areas are searched in the following order: 

1. If the #inc1ude statement delimited the file name with the 
double quote character ("), the current user area on the 
default drive is searched If delimited by angle brackets, < and 
>, this area isn't automatically searched 

2. The directories specified in -I options are searched, in the 
order listed on the command line. 
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3. If the current user number isn't zero, user area 0 on the 
default drive is searched 

4. If the default drive isn't A:, and if the A: drive is logged in, 
that is, has been accessed, user area 0 on the A: drive is 
searched 

1.4 Memory models 

This section discusses the different memory models supported by 
Aztec C86. The cc compiler that is in the Developer and Commercial 
Aztec C86 Systems allows you to select the memory. model that a 
program will use. The ccb compiler that is provided with these systems 
and the cc compiler that is provided with the Personal Aztec C86 
System supports just one model: 'small code' and 'small data'. 

A program created by Aztec C86 is organized into several sections. 
The memory model selected for a program determines how large the 
program's sections can be. 

The sections of a program are these: 

* code, containing the program's executable code; 
* data, containing the program's global and static data; 
* stack, containing its automatic variables, control information, 

and temporary variables; 
* heap, an area from which buffers are dynamically allocated 

There are two attributes to a program's memory model One 
determines the amount of executable code the program can have. This 
attribute can specify that a program is to have small code or large code: 

* small code limits a program to 64K bytes of code, if the 
program isn't partitioned into overlays; 

* large code means that there's no limit to the size of a 
program's code. 

The other attribute to a program's memory model determines the 
amount of data the program can have. This attribute can specify that a 
program is to have small data or large data: 

* small data limits the sum of the sizes of a program's data, 
stack, and heap sections to 64K bytes; 

* large data allows the program's data section to be up to 64K 
bytes long, its stack to be up to 64K bytes long, and its heap to 
be any size up to the remaining amount of memory. 

Even with 'large data' there is a limitation on the size of data 
objects such as arrays and dynamically allocated buffers: they can't 
normally contain more than 64K bytes. Bigger arrays and buffers can 
be created, but their fields can be accessed only by using 8086-specific 
code. 
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One other important characteristic of 'large data' programs is that 
they can directly access any memory location, since such a program 
uses long pointers (four bytes containing segment and offset 
components) to data objects. A 'small data' program uses short 
pointers (two bytes containing just an offset within the program's data 
area) to data objects, and hence can't directly access memory outside 
its data area 

When a program uses either 'large code' or 'large data' it obviously 
has one advantage over a 'small code', 'small data' version of the same 
program: it can be bigger. It also has some disadvantages: 

* The program is larger; 
* It takes longer to load the program; 
* For 'large code', function calls and returns take longer; 
* For 'large data', it takes longer to access a variable via a 

pointer; 
* For 'large data', the ability to access any location in memory 

means that the program can accidentally destroy any location 
in memory, possibly resulting in unexplained crashes or other 
anti-social behavior. 

Thus, indiscriminate use of the 'large code' and/or 'large data' memory 
model options for programs is not recommended 

Only .exe programs that run on PC-DOS or MS-DOS, version 2.0 or 
later can use the 'large code' or 'large data' memory modeL DOS 2.x 
.com programs, DOS 1.1 programs, and CP/M-86 programs must use 
'small code' and 'small data'. 

1.4.1 Selecting a module's memory model 

The memory model to be used by a module is selected when the 
module is compiled With the cc compiler that is in the Developer and 
Commercial Aztec C86 Systems, you can explicitly select a module's 
memory model using the following compiler options: 

+LC Large code, small data; 
+LD Small code, large data; 
+ L Large code, large data 

With this compiler, if a module is compiled without the specification 
of a memory model, it will have the 'small code', 'small data' memory 
modeL 

With the ccb compiler that is in the Develop and Commercial 
Systems, and the cc compiler that is in the Personal System, a module 
always has the 'small code', 'small data' memory model. 

For example, the following commands compile prog.c to use 
different memory models; 
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command menwry nwdel 
cc prog small code, small data 
cc + LC prog large code, small data 
cc +LD prog small code, large data 
cc + LC + LD prog large code, large data 
cc + L prog large code, large data 

Compiling a module to use the 'large data' memory model just 
causes the module's data object pointers to be long pointers. In order 
for the program to actually have the large data areas, it must be linked 
with a 'large data' version of c.lib, which includes a special startup 
routine that sets up the program's data areas. This is discussed below. 

1.4.2 Multi-module programs 

A C program contains multiple modules, which are linked together 
to form the executable program. In this section we want to discuss the 
relationship of the memory models that are used by a program's 
modules. 

1.4.2.1 You can't mix 'large code' and 'smail code' modules 

All modules that are linked together to form an executable program 
must use the same memory model code option. That is, they must 
either all use the 'small code' or all use the 'large code' memory model 
option. 

1.4.2.2 Mixing 'large data' and 'small data' modules 

There are two characteristics to a program's data memory model: 
the maximum size of its memory-resident data areas, and the size of 
pointers to data objects. As mentioned above, the former 
characteristic is given to a program by the startup routine with which 
the program is linked; this in turn depends on whether the program is 
linked with a 'large data' or 'small data' version of c.lib. The latter 
characteristic is given to an individual module when it is compiled 

Usually, you'll want a program to have either large data areas and 
long data object pointers, or small data areas and short data object 
pointers. And you will prefer for a program to use small data areas 
and short data object pointers whenever possible, since the use of long 
pointers makes a program larger and slower. 

It is possible and occasionally useful, however, to mix together in 
the same program modules that use different memory model data 
options. This allows you to keep a program's size down and its speed 
up, by compiling most of its modules to use the 'small data' memory 
model, and by linking it with a 'small data' version of c.lib, while still 
allowing the program to directly access any location in memory, via 
modules that have been compiled to use the 'large data' memory 
model. 
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* Use a 'small data' version of a library if any of your modules 
uses 'small data'. Use a 'large data' version of a library only if 
all of your modulesp.se 'large data'. 

Since it is illegal-to link together modules that use different 
memory model code options, the linker will generate an error message 
in this case. However, since it is legal to link together modules that 
use different memory model data options, the linker won't generate a 
message in this case. Thus, you must be careful when mixing modules 
that use different memory model data options, since the linker can't 
know whether it was intentional, or whether the resulting code is 
correct. 

There are several Aztec C86 packages available. They don't all 
provide all four memory model versions of each library. For more 
information, see the Libraries section of the Technical Information 
chapter and the release document 

1.4.3 Program Organization 

The memory model that is selected for a program affects how the 
program is organized in memory. For a discussion of this, see the 
section "Program Organization" in the Technical Information chapter. 

1.4.4 'large model' versus overlays 

Normally, when a program is created by the Manx Linker, the 
entire program resides in memory. If you have a big program you can 
select one of the large memory models for the program. The program 
has then acquired the negative features noted above; in addition, the 
machine on which the program is to run must have enough memory 
for the entire program to reside in memory at once. 

An alternative way to create the program is to partition -it into 
overlays. When a program is partitioned into overlays, only those parts 
that are actually being executed need to be in memory at once. Thus, 
a program containing overlays can be as large as needed, regardless of 
the amount of memory available on the machine on which the 
program is to run 

There is degradation in performance of an overlaid program 
compared to a non-overlaid version of the same program, since the 
overlays must be loaded into memory from disk before they can be 
executed But with judicious partitioning of the program, the affect of 
the loading of overlays can sometimes be minimized 

A program cannot use both overlays and a large memory model. 

1.4.5 Implementation of the memory models 

The following paragraphs discuss the memory models supported by 
Aztec C86 in more detail than was discussed above. You don't need to 
read this discussion in order to create programs that use a large 
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memory model. 

1.4.5.1 Small code 

Aztec C86 

The executable code for a program that uses the 'small code' 
memory model is contained in a single logical segment, and all 
functions are 'near' procedures. The CS register is set up to point to 
the beginning of this segment, and is never changed All references to 
functions, such as function calls and pointers to functions, are 
represented by two bytes, which contain the offset of the function 
from the beginning of the code segment. These offsets are determined 
when the program is linked, and hence don't require adjustment when 
the program is loaded 

1.4.5.2 Large code 

The executable code for a program that uses the 'large code' 
memory model is contained in multiple logical segments, each 
containing the functions declared in a single module. When a function 
is active, the CS segment register points to the beginning of the 
segment containing the function. 

Thus, on entry to or exit from a function in a program that is using 
large code option, the CS segment register must be modified This is 
not the case for programs that use the small code option. Hence, 
function calls and returns are executed slightly faster for 'small code' 
programs for 'large code' programs. 

When a program uses the large code option, the address of a 
function is contained in four bytes in a 'call' instruction or in a 
variable that points to a function: two bytes contain the paragraph 
number of the beginning of the segment containing the function, and 
the other two contain the offset of the function's entry point from the 
beginning of the segment. As noted above, function addresses are 
represented by two bytes in programs using the small code option. 
Hence, a program will be larger if it uses the large code option than if 
it uses the small code option. 

If a program uses the large code option, the paragraph numbers of 
the logical segments that contain functions aren't known until the 
program is loaded Thus, fields within a large code program that 
contain function addresses (that is, function calls and variables that 
point to functions) must be modified when the program is loaded into 
memory. Only the paragraph number of a function reference needs to 
be modified; the offset of the function within its segment is correctly 
determined when the program is linked This modification isn't 
necessary for 'small code' programs. Hence, a program will take longer 
to load if it uses the 'large code' memory model than if it uses the 
'small code' memory model 
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1.4.5.3 Small data 

The data-containing sections of a program that has been linked with 
a 'small data' version of c.lib are organized into a single section of 
memory, as described in the Program Organization section of the 
Technical Information chapter. The DS, ES, and SS segment registers 
are initialized to the beginning of this block when the program is 
loaded, and don't change. Note that while ES is initialized to the same 
value as DS, no Aztec function or program requires it to have a 
particular value. 

Data object pointers in modules that have been compiled to use the 
'small data' memory model are two bytes long, consisting of the offset 
of the object from the beginning of the physical data segment. The 
linker determines these offsets; hence they don't have to be adjusted 
when the program is loaded into memory. 

1.4.5.4 Large data 

The data-containing sections of a program that has been linked with 
a 'large data' version of c.lib are organized into three separate blocks of 
memory, as described in the Program Organization section of the 
Technical Information chapter. 

For a 'large data' program, all its modules must be compiled to use 
the 'large data' memory model. This causes its data object pointers to 
be four bytes long; two bytes contain the paragraph number of the 
beginning of the segment that contains the item, and the other two 
bytes contain the offset of the item within this segment. 

When a program accesses a variable in one of the data sections 
directly (that is, not via a pointer), the access is as fast when the 
program uses 'large data' as when it uses 'small data'. This is because 
the compiler-generated code knows which segment the item is in and 
which segment register points to this segment, and hence can generate 
code that accesses the item without having to load a segment register 
with the paragraph number of the segment. 

When a program accesses a variable via a pointer, the access is 
slower if the program uses 'large data' than if it uses 'small data'. The 
reason for this is that a 'large data' program must load a four-byte 
pointer into registers, while a 'small data' program must only load a 
two-byte pointer. 

If a program pre-initializes a pointer to a data item with a 
declaration such as 

char *cp=&a; 

the pointer must be adjusted when the program is loaded into memory. 
The reason for this is that the starting address of the segment 
containing the pointed-at item is not known until the program is 
loaded The offset of the item within its segment is determined when 
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the program is linked, and hence need not be modified when the 
. program is loaded For a 'small data' program, pre-initialized pointers 
to data items don't have to be adjusted when the program is loaded; 
Hence, a program will take longer to load if it uses 'large data' than if 
it uses 'small data'. 
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2. Compiler Options 

2.1 Summary of options 

There are two types of options in Aztec C compilers: machine 
independent and machine dependent. The machine-independent 

I options are provided on all Aztec C compilers. They are identified by 
a leading minus sign. 

The Aztec C compiler for each target system has its own, machine­
dependent, options. Such options are identified by a leading plus sign .. 

There is one set of 8086-specific options for the cc compiler that is 
in the Developer and Commercial Aztec C86 Systems. There is 
another set of 8086-specific options for the ccb compiler that is in 
these . systems and for the cc compiler that is in the Personal System. 
In the description of options that follow, we refer to the cc compiler 
that is in the Developer and Commercial Systems as the 'Optimizing 
Compiler'. We refer to the ccb compiler that's in these systems and the 
cc compiler that's in the Personal System as 'Non-Optimizing 
Compilers' . 

2.1.1 Machine-independent utility Options 

-A Prevents the compiler from starting the assembler. 

-D Defines a symbol for the preprocessor. 

-I Defines an area to be searched for files specified in a 
# include statement 

-0 Used to specify an alternate output file. 

-S Don't print warning messages. 

-T Include C source statements in the assembly code 
output as comments. Each source statement appears 
before the assembly code it generates. 

-B Don't pause after every fifth error to ask if the 
compiler should continue. See the Errors section of 
this chapter for details. 

2.1.2 Table Manipulation Options 

The following options allow you to specify the size of the tables 
used by the compiler. They are preceded by a minus sign, indicating 
that they are common to all Aztec compilers. 

-E Specifies the size of the expression table. 

-L Specifies the size of the local symbol table. 

-y Specifies the maximum number of outstanding cases 
allowed in a switch. 
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-z Specifies the size of the table for literal strings. 

21.3 8086 options for the Optimizing Compiler 

The following options are available for the optimizing compiler, cc, 
that is provided with the Developer and Commercial Aztec C86 
Systems. 

+F Generate fast, rather than compact, code. 

+C Generate compact, rather than fast, code. 

+N Save register variables before all function calls, and 
restore them afterwards. This option must be 
specified when calling functions in modules that have 
been compiled by other compilers, such as Lattice and 
CI/C86. 

+ D Module calls Lattice-compiled function that returns a 
long. The compiler will generate code to convert long 
values returned by called functions to Aztec format. 

+ DF Module is being called by Lattice-compiled function. 
The compiler will generate code to return long values 
in Lattice format. 

+U Convert uninitialized global variables into externs. 

+R Disable register tracking between statements. 

+0 Generate code for an 8086 or 8088 processor. 

+ 1 Generate code for an 80186 processor. 

+ 2 Generate code for an 80286 processor. 

+ LC Generate code that uses the 'large code', 'small data' 
memory model. (for more information on memory 
models, see the Operator Information section of this 
chapter). 

+ LD Generate code that uses the 'small code', 'large data' 
memory model 

+ L Generate code that uses the 'large code', 'large data' 
memory model 

+A The module being compiled does not use 'aliases' of 
the form *ptr for a named variable when assigning 
values to the variable. 

+M When a statement is encountered that requires 
multiplication by a constant, always use the 8086 
'multiply' instruction. 
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2.1.4 8086 options for the Non-optimizing Compilers 

The following 8086 options are provided for non-optimizing Aztec 
C86 compilers. As mentioned above, these compilers are the cc 
compiler that is provided with the Personal Aztec C86 System, and the 
ccb compiler that is provided with the Developer and Commercial 
Aztec C86 Systems. 

+F Forces frame allocation to take place in-line rather 
than through a call to a library function. 

+U Same as the optimizing compilers' + U option. 
+J Generate short, rather than long, conditional jump 

instructions. 
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The -8 Option (Be Silent) 

The compiler considers some errors to be genuine errors and others 
to be possible errors. For the first type of error, the compiler always 
generates an error message. For the second, it generates a warning 
message. The -S option causes the compiler to not print warning 
messages. 

2.22 Table Manipulation Options 

The compiler has several memory-resident tables in which to store 
information about a program it is compiling. Some of these tables are 
used to keep track of the symbols defined within the program, and 
some as a "scratch pad" for temporarily storing information. 

The compiler uses the following tables: macro/global symbol table, 
local symbol table, label table, string table, expression work table, and 
case statement work table. 

The sizes of these tables are determined when the compiler starts. 
For all tables except the macro/global symbol table, the size can be 
specified by the user with a command line option; if the user doesn't 
specify the· size of one of these tables, the compiler sets it to a default 
value. 

The macro/global symbol table is located in memory above all the 
other tables. Its size is set after all the other table sizes have been set, 
so that it uses all the rest of available memory. Hence, the user can't 
set the size of this table. 

If a table overflows, the compiler will print an error message and 
stop. If any table except the macro/global symbol table overflowed, the 
compilation can be restarted, using a different size for the table which 
overflowed If the macro/global symbol table overflowed, the 
compilation can be restarted, using smaller sizes for one or more of the 
other tables. 

2.22.1 The Macro/Global Symbol Table 

This table is where macros defined with the #define statement are 
remembered It also contains information about all global symbols. 

If this table overflows, the message 

Out of Memory! 

will be printed 

2.22.2 The Local Symbol Table and the -L Option 

New symbols can be declared after any open brace. Most 
commonly, a declaration list appears at the beginning of a function 
body. The symbols declared here are added to the local symbol table. If 
a variable is declared in the body of, say, a for loop, it is added to the 
table. When the compiler has finished compiling the loop, that entry in 
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switch (a) { 
case 0: /* one * / 

a += 1; 
break; 

case 1: /* two * / 
switch (x) { 
case 'a': /* three * / 

funci (a); 
break; 

case 'b': /* four * / 
func2 (b); 
break; 

} /* release the last two * / 
a = 5; 

case 3: /* total ends at three * / 
func2 (a); 
break; 

} 

The table defaults to 100 entries, each using up four bytes. If the 
compiler returns with an error 76 ("case table exhausted"), you will 
have to recompile with a new size, as in: 

cc -YIOO file 

2.225 The String Table and the -Z Option 

This is where the compiler saves "literals", or strings. The size of 
this area defaults to 2000 bytes. Each string occupies a number of bytes 
equal to the size of the string. The size of a string is just the number 
of characters in it plus one (for the null terminator). 

If the string table overflows, the compiler will generate error 2, 
"string space exhausted". The following command will reserve 3000 
bytes for the string table: 

cc -Z3000 file 
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